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1. Introduction
Configuration data is needed for the support of MC services in the IOPS mode of operation.
2. Reason for Change
Configuration data needed for MC services in the IOPS mode is introduced.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to approve the following changes to 3GPP TS 23.180 v1.0.0.
* * * First Change * * * *
A.5
MC service configuration data

As specified in 3GPP TS 23.280 [3], the configuration management server is used to configure the MC service configuration data to the MC service UE (CSC-4). The MC service configuration data can be configured offline using the CSC-11 reference point.
Tables A.5-1 and A.5-2 describe the configuration data required to support in IOPS the use of MCPTT service and MCData service, respectively.
Table A.5-1: MCPTT service configuration data (IOPS)
	Reference
	Parameter description
	MCPTT UE
	Configuration management server

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Max IOPS private call (with floor control) duration
	Y
	Y

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Hang timer for private calls in IOPS
	Y
	Y

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Priority hierarchy for floor control override in IOPS
	Y
	Y

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Transmit time limit from a single request to transmit in a group or private call.
	Y
	Y

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Configuration of warning time before time limit of transmission is reached in an IOPS call
	Y
	Y

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Configuration of warning time before hang time is reached in an IOPS call
	Y
	Y

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Configuration of metadata to log
	Y
	Y


Table A.5-2: MCData service configuration data (IOPS)

	Reference
	Parameter description
	MCData UE
	Configuration management server

	[R-10-001] of 3GPP TS 22.280 [ref1]
	Transmission and reception control
	
	

	
	> Time limit for the temporarily stored data waiting to be delivered to a receiving user
	Y
	Y

	
	> Timer for periodic announcement with the list of available recently invited data group communications
	Y
	Y


