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1. Introduction
This pCR proposes the clarification on the EAS information provided to ECS by EES.
2. Reason for Change
The following EN is to be addressed:

Editor's Note: The subset of EAS information provided by the EES is FFS.

(a) Functionality considerations for EES and ECS
During the FS_EDGEAPP phase, several EAS discovery mechanisms were discussed and documented in TR 23.758 including discovering EAS from ECS. Finally, SA6 made the decision that EES based EAS discovery mechanism where the EEC discovers the EAS information from the EES is the only one to be proceeded in the TS.

Now, the EAS profiles are included in the EES profile and provided to the ECS during the EES registration and EES registration update. If the ECS is aware of the EAS profiles, it can directly provide the EAS profiles to the UE without having the UE to interact with EES again. So, the distribution of complete EAS profile infomation to the ECS violates the decoupling of information and functions of EES and ECS.
(b) Currently, the complete EAS profile information is not used at the ECS.

This pCR proposes that EAS ID is provided to ECS by EES instead of the complete EAS profile information. EAS ID is the minimum information about EAS associated with the EES which has clear usage in ECS relating to service provisioning.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.3.0.
* * * First Change * * * *

8.2.6
Edge Enabler Server Profile

The Edge Enabler Server profile includes information about the EES and the services it provides.

Table 8.2.6-1: Edge Enabler Server Profile

	Information element
	Status
	Description

	EES ID 
	M
	The identifier of the EES

	EES Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the EES. This information is provided to the EEC to connect to the EES.

	Edge Application Server IDs
	M
	List of Edge Application Server IDs registered with the EES.

	EES Provider Identifier
	O
	The identifier of the EES Provider (such as ECSP)



Editor's Note: Whether there is a need to specify a Service Area for the EES is FFS.

