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1. Introduction
In the current version of EDGEAPP TS 23.558, procedures related to Capability Exposure are spread across multiple clauses which requires restructuring for better readibility purposes.
Current high level structure for Capability Exposure is covered in the clauses listed below:
	8.6
EES capability exposure to EAS
8.6.1
General
8.6.2
UE location API
8.6.3
User plane path management events
8.6.4
Application Client Information exposure API
8.6.5
UE Identifier API

8.7
Network capability exposure to EAS
8.7.1
General
8.7.2
Direct network capability exposure
8.7.3
Network capability exposure via Edge Enabler Server

8.9
Utilizing 3GPP core network capabilities
8.9.1
General
8.9.2
Capabilities utilized by Edge Configuration Server
8.9.3
Capabilities utilized by Edge Enabler Server


As it can be seen above the Network Capabilities Exposure is covered by both clauses 8.7 and 8.9.
2. Reason for Change
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The proposal to restructure is based on adding a new higher level clause 1. "Capability Exposure" and then describe 1.1 Core network capability exposure (including 1.1.1 direct exposure and 1.1.2 exposure via EES) in which we list 1.1.3 Capabilities utilized by ECS and 1.1.4 Capabilities utilized by Edge Configuration Server and then 1.2 EES capability exposure to EAS.
Based on the feedback on the call, the revision includes: 
- Introduce the generic capability exposure under new clause 6.6
- Introduced EN for adding interface between ECS to EES.

- Description updated and retained only brief description.
- Introduced EN for adding description and references.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.3.0.
* * * First Change * * * *

6.6
Capability exposure for enabling edge applications
The Figure 6.6-1 shows the capability exposure for enabling edge applications. 
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Figure 6.6-1: Capability exposure for enabling edge applications
Editor's note: Depicting interface between ECS and EES in Figure 6.6-1 is FFS.

Capability exposure includes the 3GPP core network capabilities (i.e. 5GC, EPC) exposure and the Edge Enabler Server capability exposure, to fulfill the needs of the edge service operations. The capability exposure functionality is utilized by the functional entities (i.e. Edge Enabler Server, Edge Application Server and Edge Configuration Server) depicted in the architecture for enabling edge applications.
Editor's note: Additional description and references to procedures clauses is FFS.
* * * End of Changes * * * *
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