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	Reason for change:
	MCVideo pull and push procedures describe that the request sent to the target MCVideo client indicates if the incoming MCVideo private call is for video pull or push. However, the corresponding push and pull indication elements are missing in the request sent to the target client.

Also, in the MCVideo pull procedure it is described that the target MCVideo client includes an implicit transmit media request in the response. However, this information element is missing in the MCVideo private call response.

	
	

	Summary of change:
	MCVideo pull and push indications are included in the MCVideo private call request to be sent from the MCVideo server to the MCVideo client.

Also, the implicit transmit media request information element is included in the MCVideo private call response for the case of a video pull.
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	The target MCVideo client cannot identify that an MCVideo private call request is for video push or pull. Also, as required for the case of a video pull, the target MCVideo client does not implicitly request the transmission of media.
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* * * First change * * *
[bookmark: _Toc460616103][bookmark: _Toc460616964][bookmark: _Toc465162581][bookmark: _Toc51838056][bookmark: _Toc433209741][bookmark: _Toc460616012][bookmark: _Toc460616873][bookmark: _Toc45012375]7.2.2.2.2	MCVideo private call request
Table 7.2.2.2.2-1 describes the information flow MCVideo private call request from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.2-1: MCVideo private call request
	Information Element
	Status
	Description

	MCVideo ID 
	M
	The MCVideo ID of the calling party

	Functional alias
	O
	The functional alias of the calling party

	MCVideo ID 
	M
	The MCVideo ID of the called party

	Transmit media request indication
	M
	This element indicates whether transmission control will be used for the private call.

	SDP offer
	M
	Media parameters of MCVideo client. 

	Requested commencement mode
	O
	An indication that is included if the user is requesting a particular commencement mode

	Implicit transmit media request (NOTE)
	O
	An indication that the user is also requesting the permission to transmit video

	Push indication
	O
	Indicates that the private call request is for a one-to-one push call

	Pull indication
	O
	Indicates that the private call request is for a one-to-one pull call

	NOTE:	This element shall not be included when the request is sent from the MCVideo server to the MCVideo client.



[bookmark: _Toc460616104][bookmark: _Toc460616965][bookmark: _Toc465162582][bookmark: _Toc51838057]7.2.2.2.3	MCVideo private call response (MCVideo client – MCVideo server)
Table 7.2.2.2.3-1 describes the information flow MCVideo private call response from the MCVideo client to the MCVideo server.
Table 7.2.2.2.3-1: MCVideo private call response (MCVideo client – MCVideo server)
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	MCVideo ID
	O
	The MCVideo ID of the called party

	SDP answer
	M
	Media parameters selected

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit transmit media request (NOTE)
	O
	An indication that the user is also requesting the permission to transmit video

	NOTE:	This element shall be included when the response is associated to a request including a pull indication.



[bookmark: _Toc460616105][bookmark: _Toc460616966][bookmark: _Toc465162583][bookmark: _Toc51838058]7.2.2.2.4	MCVideo private call response
Table 7.2.2.2.4-1 describes the information flow MCVideo private call response from the MCVideo server to the MCVideo server and from the MCVideo server to the MCVideo client.
Table 7.2.2.2.4-1: MCVideo private call response
	Information Element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the calling party

	MCVideo ID
	O
	The MCVideo ID of the called party

	Acceptance confirmation
	O
	An indication whether the user has positively accepted the call.

	SDP answer
	M
	Media parameters selected

	Implicit transmit media request (NOTE)
	O
	An indication that the user is also requesting the permission to transmit video

	NOTE:	This element shall not be included when the request is sent from the MCVideo server to the MCVideo client.



