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1. Introduction
This contribution provides a proposal for Communicating FF application service requirements with 3GPP system.
2. Reason for Change
Currently KI#8 to communicate FF application requirements to 3GPP system via SEAL NRM is not available.

The FF App application specific server can utilize NRM server to talk to 3GPP network and this means that the NRM server will translate between FF Application specific server requirements and 3GPP service requirements. NRM server already solves this interactions with 3GPP network in TS 23.434. Generally, they are service level for the applications (either from FF application specific layer or others). NRM server has the capability to translate application requirements to network requirements. Also NRM server is perceived as generic SEAL server which will usually be co-located with Application specific server. So, it is proposed that NRM server is enhanced to additionally support FFAPP application requirements translation. Though it is theortically possible to have this in FAE server, but there is no value to introduce additional hop, when FF Application specific server can directly talk to NRM server and get the job done.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.745 v1.0.0.
* * * First Change * * * *

7.x
Solution #x: Communicating FF application service requirements with 3GPP system
7.x.1
Solution description

This solution corresponds to the key issue #8 on communication of FF application requirements with 5GS and key issue#11 on QoS coordination. The procedure for communicating FF application service requirements from FF application specific server utilizes the procedures specified in clause 14.3.4 of 3GPP TS 23.434 [8]. The NRM server is to be enhanced to additionally support translating the FF application service requirements to 3GPP network requirements.
7.x.2
Solution evaluation

This is a viable technical solution for key issue#8. The NRM server acts a generic server which may be co-located with FF application specific server and may be capable to translate the FF application specific requirements to 3GPP transport specific requirements.
