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1. Introduction
This pCR provides an Edge Enabler Layer execution procedure that is aligned with an outcome of pre-meeting conference calls.
2. Reason for Change

A target EES can execute the application context relocation if it is informed by the Edge Enabler Client. The Target Edge Enabler Server decides to proceed required procedures for application context relocation (e.g. based on the information provided by the Edge Enabler Client). Upon making a decision, the target Edge Enabler Server determines target Edge Application Server and provides the target Edge Application Server address for context transfer the source Edge Application Server via the source Edge Enabler Server via EDGE-9. 
The EEC-detected and tEES-executed context relocation can be used when the UE is not reachable to sEES (e.g. LADN) and/or AF Request (e.g. for subscribing UP path change notification service) is not supported.

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.4.0.
8.8.2.x
Target EES executed application context relocation
Figure 8.8.2.x-1 illustrates the procedure for the target Edge Enabler Server to execute the application context relocation from the source Edge Application Server to the target Edge Application Server.
Pre-condition:

1.
The target EES has determined or been provided with the information about the source EES and the EEC.
2.
The EEC gets the target EES information from ECS or previously provisioned EES information.
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Figure 8.8.2.x-1: T-EES executed application context relocation procedure

1.
The EEC detects that application context relocation may be required and decides to proceed required procedures for application context relocation. 
Editor's note:
Clarification on detection and decision methods is FFS. It is also FFS whether AC is involved in the decision.
2.
The T-EES is informed by the EEC that the Application Context Relocation may be required.
3.
The T-EES discovers T-EAS and sends the Application Context Relocation Request message to the T-EAS. The T-EAS initiates application context transfer between the S-EAS and the T-EAS. This process is out of scope of the present specification.
Editor's note:
It is FFS whether the T-EES informs the EEC of the discovered T-EAS and asks for consent. Also, gathering consent from other EDGEAPP entities is FFS.
Editor's note:
The step 2 may be repeated if no candidate T-EAS is found, It is FFS whether it is more appropriate to let T-EES perform EAS discovery involving other EES(es) retrieved from ECS and inform the S-EAS via S-EES to initiate application context transfer.
4.
The T-EAS sends the Application Context Relocation Complete message to the T-EES to confirm that the application context relocation has completed.
5.
The T-EES sends the Application Context Relocation Complete message to the EEC.
6.
All required entities perform clean-up operations.

Editor's note:
Detailed post Application Context Relocation actions including clean-up operations are FFS.
Editor's note:
It is FFS how and when the user plane connectivity for the AC is manipulated.
Editor's note:
Information flows of the procedure are FFS.
* * * End of Changes * * * *
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