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1. Introduction
This pCR proposes solution to inform originating UE1 is AS blocks the message. This pCR proposes to remove EN.
2. Reason for Change
In SA6 #38-e meeting, a comment was received on 5GMSGS Group messaging solution that "if the Application Server blocks the message, then the originating UE1 will never know what happened with its group message.”

It was proposed to add EN. This pCR proposes solution to remove the EN.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 V0.7.0.
* * * First Change * * * *

6.5.1.2
5GMSGS Group messaging
Figure 6.5.1.2-1 shows the 5GMSGS Group messaging procedure in which 5GMSGS client (both IMS and non-IMS UE) sends a message to a group.
Editor's note:
Solution for the group hosted on the legacy side where 5GMSGS client is one of the group member is FFS.

Pre-conditions:

1)
A 5GMSGS Group is created by following group management SEAL service procedures as specified in 3GPP TS 23.434 [9]. 
2)
All participants in the 5GMSGS Group may get the Group information i.e. a list of group members in the Group information query response as specified in 3GPP TS 23.434 [9].
3)
The group consists of different types of UEs i.e. 5GMSGS UE, Legacy 3GPP UE and Non-3GPP UE.
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Figure 6.5.1.2-1: Group messaging in MSGin5G service

1)
The 5GMSGS client 1 sends a message to a group as specified in clause 6.5.1.3.

2)
Upon receiving the request to send the group message, the MSGin5G server may send the message to the application server based on service ID present in the received Group Message Request (e.g. to log application specific message or for analytics). Otherwise go to step 4.
2a)
Upon receiving the Group Message Request, the application server validates the message and if the message is not valid, the application server sends Group Message Reject message to the 5GMSGS client 1. The information elements defined in Table 6.5.1.3-2 are included in the request.
3)
The application server initiates to send message to all group members and sends the Group Message Request to the MSGin5G server.


4)
The MSGin5G server sends the message to all participants of the group based on UE types (determined by service ID) as follows:

a)
if the target UE supports 5GMSGS client, the MSGin5G server sends the message as specified in clause 6.5.1.4.

b)
if the target UE supports Legacy 3GPP message client, the MSGin5G server sends the message as specified in clause 6.5.1.5.

c)
if the target UE supports Non-3GPP message client, the MSGin5G server sends the message as specified in clause 6.5.1.6.

NOTE:
Steps 4-a), 4-b) and 4-c) can happen in parallel and in any order.

5)
Upon receiving the group message, if delivery status is requested and if supported by target message client, the 5GMSGS client or Legacy 3GPP message client or Non-3GPP message client sends the delivery status message to originator 5GMSGS client 1.

* * * End of Change * * * *
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