	
[bookmark: _GoBack]3GPP TSG-SA WG6 Meeting #40-e	S6-202134
e-meeting, 16th – 24th November 2020	(revision of S6-20xxxx)

Source:	Nokia, Nokia Shanghai Bell, BDBOS, UIC
Title:	Definition of non-3GPP device 
Spec:	3GPP TR 23.700-79 version 0.2.0
Agenda item:	8.6
Document for:	Approval
Contact:	Martin Öttl, martin.oettl@nokia.com

1. Introduction
This paper provides a definition of the term non-3GPP device.
2. Reason for Change
Clarification on the term non-3GPP device.
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 23.700-79 version 0.2.0.


* * * First Change * * * *
[bookmark: _Toc54162020]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc54162021]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
MC gateway UE: A UE that can be simultaneously shared between multiple MC service clients using the same or different MC services.
MC client: A client that represents a set of clients (i.e. Group management client, Configuration management client, Identity management client, Key management client, Location management client and MC service client).
MC server: A server that represents a set of servers (i.e. MC service server and servers of the Common services core).
Non-3GPP device: A non-3GPP devices which enables local connectivity towards an MC gateway UE using an access method not specified by 3GPP and is able to host an MC client specified by 3GPP.
* * * End of Change * * * *

