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* * * * * * * FIRST CHANGE * * * * * * *
X.x
Network slice adaptation for VAL application

X.x.1
General

This subclause describes the procedure for network slice adaptation at the NRx server, based on a request from a VAL server to adapt the network profile for the VAL application. This request is handled between the NRx server and the underlying 3GPP network per each VAL UE of the VAL application.
X.x.2
Information flows

X.x.2.1
Network profile adaptation request
Table X.x.2.1-1 describes the information flow network profile adaptation request from the VAL server to the NRx server.
Table X.x.2.1-1: Network profile adaptation request
	Information element
	Status
	Description

	VAL application ID
	M 
	The VAL application ID for which the network profile adaptation corresponds to.

	VAL service ID
	M 
	The VAL service ID of the VAL application for which the network profile adaptation may corresponds to.

	Network profile adaptation indication
	M
	The requirement for network profile change to a new slice and optionally DNN.

	Network profile adaptation cause
	O
	The cause which necessitate the network profile change (e.g. VAL service profile change, VAL service operation, VAL UE / group mobility).

	Requested S-NSSAI
	O
	Indication of the new S-NSSAI which is requested.

	Requested DNN 
	O
	Indication of the new DNN which is requested.


X.x.2.2
Network profile adaptation response
Table X.x.2.2-1 describes the information flow network profile adaptation response from the NRx server to the VAL server.
Table X.x.2.2-1: Network profile adaptation response
	Information element
	Status
	Description

	Result
	M
	Result includes success or failure of the network profile adaptation with the underlying network. 


X.x.3
Network slice adaptation for VAL application
X.x.3.1
General

This subclause describes the procedure for network slice adaptation using ....

X.x.3.2
Procedure

Figure X.x.3.2-1 illustrates the procedure where the NRx server supports the network slice adaptation with the underlying 3GPP system for the VAL UEs of the VAL application.
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Figure X.x.3.2-1: Network slice adaptation for VAL application
1.
The VAL server sends a network profile adaptation request to the NRx server for the VAL application (and the VAL UEs within the VAL application). This request may be in the form of exact requested network slice (and optionally DNN) for all the VAL UEs of the VAL application; or indication that the VAL application needs to be remapped to a different network slice (and optionally DNN).
2.
The NRx server processes the request and triggers the network slice adaptation per VAL UE within the VAL Application.

3.
The NRx server initiates the AF-triggered Service specific parameter provisioning (as provided in TS 23.502 clause 4.15.6.7) for each VAL UE. In particular, NRx server sends a Nnef_service_parameter create or update request to NEF. The updated Service Description (including the new S-NSSAI and optionally DNN) is stored in the UDR. The UDR then notifies the PCF and the PCF provides the updated UE policies to each VAL UE.

4.
The NRx server provides a network profile adaptation response to the VAL server, providing information on the fulfilment of the network profile adaptation request per VAL application.
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