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1. Introduction
The contribution closes the following EN in clause 5.2.7:
Editor's Note: What relevant changes will be supported by subscription-notification service for Edge Application Servers is TBD.

2. Reason for Change
AC information API is exposed by the EES towards the EAS. No new requirement is identified.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.1.0.
* * * First Change * * * *

5.2.7
Subscription service

5.2.7.1
General

This clause specifies the requirements for a subscription service.

5.2.7.2
Requirements

[AR-5.2.7.2-a]
The application layer architecture shall provide subscription and notification mechanisms enabling an Edge Enabler Client to receive changes in dynamic information of Edge Application Servers from an Edge Enabler Server.

[AR-5.2.7.2-b]
The application layer architecture shall provide subscription and notification mechanisms enabling an Edge Enabler Client to receive changes in availability of Edge Application Servers from an Edge Enabler Server.

[AR-5.2.7.2-c]
The application layer architecture shall provide subscription and notification mechanisms enabling an Edge Enabler Client to receive changes in Edge Enabler Server's information and availability status (e.g. EES endpoint change or EES is about to become unavailable due to overload, maintenance window, etc.) from an Edge Configuration Server. 

[AR-5.2.7.2-d]
The application architecture shall provide subscription and notification mechanisms enabling an Edge Application Server to receive information about relevant changes in Application Client(s) information of a UE.


