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1. Introduction
This pCR updates the description on examples for reference points between Edge Server and the 3GPP core network.
2. Reason for Change
The current description in clause 6.4 contains “with the EXS acting as a trusted AF..” should be more generalized to incorporate EPS deployment case. Note that TS 23.682 describes that “Applications operating in the trust domain can also access network entities (e.g. PCRF), wherever the required 3GPP interface(s) are made available, directly without the need to go through the SCEF”    
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.2.0.
* * * First Change * * * *

6.4.3
EDGE-2

EDGE-2 reference point enables interactions between the Edge Enabler Server and the 3GPP Core Network. It supports:

a)
access to 3GPP Core Network functions and APIs for retrieval of network capability information, e.g. 
-
via SCEF and NEF APIs as defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3], 3GPP TS 29.522 [4], 3GPP TS 23.682 [17], 3GPP TS 29.122 [5];  or
-
with the EES deployed within the 3GPP Core Network trust domain (see 3GPP TS 23.501 [2] clause 5.13, 3GPP TS 23.503 [12], 3GPP TS 23.682 [17]).
NOTE:
EDGE-2 reference point reuses 3GPP reference points or interfaces of EPS or 5GS considering different deployment models.

* * * Next Change * * * *

6.4.8
EDGE-7

EDGE-7 reference point enables interactions between the Edge Application Server and the 3GPP Core Network. It supports:

a)
access to 3GPP Core Network functions and APIs for retrieval of network capability information, e.g. 
-
via SCEF and NEF APIs as defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3], 3GPP TS 29.522 [4], 3GPP TS 23.682 [17], 3GPP TS 29.122 [5]; or 
-
with the EAS deployed within the 3GPP Core Network trust domain  (see 3GPP TS 23.501 [2] clause 5.13, 3GPP TS 23.682 [17]).
NOTE:
EDGE-7 reference point reuses 3GPP reference points or interfaces of EPS or 5GS considering different deployment models.

* * * Next Change * * * *

6.4.9
EDGE-8

EDGE-8 reference point enables interactions between the Edge Configuration Server and the 3GPP Core Network. It supports:

a)
access to 3GPP Core Network functions and APIs for retrieval of network capability information, e.g. 
-
via SCEF and NEF APIs as defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3], 3GPP TS 29.522 [4], 3GPP TS 23.682 [17], 3GPP TS 29.122 [5], and 
-
with the ECS deployed within the 3GPP Core Network trust domain  (see 3GPP TS 23.501 [2] clause 5.13, 3GPP TS 23.682 [17]).
NOTE:
EDGE-8 reference point reuses 3GPP reference points or interfaces of EPS or 5GS considering different deployment models.

