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1. Introduction
Based on the solution evaluation in solution 23 and previous discussion, transfer the editor’s note to a NOTE as a reminding for normative phase work, and add clarification on solution 19 evaluation.
2. Reason for Change
This pCR is to remove EN about CAPIF.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v1.2.0.
* * * First Change * * * *

5.26
Key issue 26 – Capability exposure to Application Server using CAPIF

MSGin5G server provides service APIs to its typical consumer Application Server, the Application Server can invoke the MSGin5G server service APIs directly by local configuration which has the API end point.

The CAPIF as specified 3GPP TS 23.222 [13] provides a common API framework for 3GPP northbound APIs. Since MSGin5G server offers capabilities to Application Servers, the MSGin5G server can be treated as an entity providing 3GPP northbound API as well.

Therefore, this study will need to address how to support the Application Server to access the MSGin5G server service API by using CAPIF.


NOTE:
Consumers of MSGin5G server APIs other than Application Server is out of scope of the present document and could be potentially specified during the normative phase.
* * * Next Change * * * *

6.19.1
Solution description

The MSGin5G Server and Application Server may support CAPIF. When CAPIF is supported:

-
The MSGin5G server shall support the CAPIF API provider domain functions (i.e. CAPIF-2/2e, CAPIF-3/3e, CAPIF-4/4e and CAPIF-5/5e as specified in 3GPP TS 23.222 [5]) as shown in Figure 6.19.1-1;

-
The Application Server shall act as API invoker and support the API invoker functions (i.e. CAPIF-1/1e and CAPIF-2/2e as specified in 3GPP TS 23.222 [5]) as shown in Figure 6.19.1-1.
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Figure 6.19.1-1: MSGin5G adaptation to the CAPIF architecture

6.19.2
Solution evaluation

This solution provides a viable solution for key issue#26 for MSGin5G server's capability exposure to application specific server using CAPIF. No additional changes are required in CAPIF for this solution. Consumers of MSGin5G Server APIs other than Application Server is out of scope of the present document and could be potentially specified during the normative phase.
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