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1. Introduction
2. Reason for Change
This pCR proposes to resolve the following editor’s note.
Editor's Note:
Definition of the Information Flows in these procedures is FFS.
The above editor’s note can be removed as the related information flows was clarified in clause 8.8.3.4 and further detailed update will be pursued in the clause of building procedures.
Editor's Note:
Gathering consent from other EDGEAPP entities is FFS.

In the last meeting, SA6 agreed to remove the editor’s note on gathering consent for app context transfer. Accordingly, the above EN needs to be deleted.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.2.0.
* * * First Change * * * *

8.8.2.3
EEC executed application context relocation

Figure 8.8.2.3-1 illustrates the procedure for the EEC to execute the application context relocation from the S-EAS to the T-EAS

Pre-condition:

1.
The AC at the UE already has a connection to the S-EAS; and

2.
The EEC is able to communicate with the S-EES.
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Figure 8.8.2.3-1: EEC executed application context relocation procedure

1.
The EEC detects that application context relocation may be required as described in clause 8.8.1.

2.
The EEC decides to proceed required procedures for triggering application context relocation.


3.
The EEC determines the T-EES by using the provisioned information or performing service provisioning procedure per clause 8.3 of the present document. Upon selecting T-EES the UE may need to establish a new PDU connection to the target EDN. The EEC can then discover and select T-EAS by performing EAS Discovery with the T-EES per clause 8.5.2 of the present document.

4.
As per clause 8.8.3.4, the EEC sends the Application Context Relocation Request message (including the need to notify the EAS) to the S-EES to initiate application context transfer between the S-EAS and the T-EAS. The S-EES authorises the request from the EEC. The S-EES decides to execute application context relocation based on the information received by the EEC and the information of EEC context or EAS profile, and then proceed the below steps.

5.
The S-EES may apply the AF traffic influence with the N6 routing information of the T-EAS in the 3GPP Core Network (if applicable) and sends the Application Context Relocation Notify message to the S-EAS to initiate application context transfer between the S-EAS and the T-EAS.

6.
The S-EAS transfers the application context to the T-EAS at implementation specific time. This process is out of scope of the present specification.

7.
The T-EAS sends the Application Context Relocation Complete message to the T-EES to confirm that the application context relocation has completed.

8. The S-EAS sends the Application Context Relocation Complete message to the S-EES to confirm that the application context relocation has completed.

9. The S-EES sends the Application Context Relocation Complete message to the EEC to confirm that the application context relocation has completed.

Editor's Note:
Definition of the Information Flows in these procedures is FFS.

* * * End of Changes * * * *
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