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1. Introduction
This contribution provides a proposal for clarification of what is meant by the ‘FF Server’ and to the text describing the example of using the reference point between FF Application Enabler Clients.
2. Reason for Change
In Solution #3: Support UE to UE direct communication in FF application layer, correct the name of the ‘FF server’ as the ‘FF Application Server’ and correct the text about the reference point between the Application Enabler Clients and remove FF server from this interface description as there is no FF server in this scenario. Finally, would it be better to state what the interface is rather than what it isn’t e.g. Uu instead of ‘non PC5’ 

3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.745 v1.4.0.
* * * First Change * * * *

7.3.1
Solution description
Figure 7.3.1-1 illustrates the FF function model to support UE to UE communication in application layer without FF Application Server.
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Figure 7.3.1-1: Functional model to support UE to UE direct communication in FF application layer
In order to support FF UE x direct communication to FF UE y in application layer without involvment of FF Application Server, FF application specific client x (which resides on FF UE x) will directly interact with FF application specific client y (which resides in FF UE y) via FFA-2 reference point and the FAE client x (which resides on FF UE x) will directly interact with FAE y (which resides in FF UE y) via FAE-2 reference point. 
Note 1:
FFA-2 and FAE-2 reference point defined here is Uu interface over 5GS.
Note 2:
The defintion of FFA-2 reference point is out of scope of the present document.
7.3.2
Solution evaluation
This solution provides functional model to support UE to UE communication in application layer through 5GS without FF Application Server.
* * * End First Change * * * *
