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1. Introduction
This contribution proposes to make T-EES optional in the target info notification.
2. Reason for Change
In the case of EAS or EES triggered T-EAS discovery, if EES is not changed, the notification sent to the EEC doesn’t have to include the T-EES.

It is suggested to make make T-EES optional in the target info notification.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes in TS 23.558.
* * * First Change * * * *

8.8.3.5
Target information notification

The EES uses this procedure to notify the EEC with the T-EAS and T-EES information during the ACR procedures. 

Figure 8.8.3.6-1 illustrates the target information notification procedure.


[image: image1.emf]EEC EES

 

1. Target information notification

 

2. Target information notification ack


Figure 8.8.3.6-1: Target information notification procedure

1.
The EES sends the target information notification message to the EEC. The target information notification message includes the details of the selected T-EAS and optionally the selected T-EES. 

2.
Upon receiving this notification, the EEC responds with the target information notification acknowledgement message. 

NOTE:
The T-EAS and T-EES information can be used to determine the PDU session(s) to provide connectivity to the T-EAS and the T-EES.
* * * Next Change * * * *

8.8.4.10
ACR information notification

Table 8.8.4.10-1 describes the information elements for ACR information notification from the EES to the EEC.
Table 8.8.4.10-1: ACR information notification

	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the EES for the request

	EASID
	M
	The identifier of the EAS 

	Event ID
	M
	Either Target information notification or ACR complete

	Target information (NOTE 1)
	O
	The selected T-EAS profile and optionally the selected T-EES profile

	Result of ACR (NOTE 2)
	O
	Indicates whether the ACR is successful or failure

	Cause information (NOTE 3)
	O
	Indicates the cause information for the failure

	NOTE 1:
This IE is included when Event ID indicates 'Target information notification' event

NOTE 2:
This IE is included when Event ID indicates 'ACR complete' event

NOTE 3:
The Cause information IE is included when the Result of ACR indicates failure.


* * * End of Change * * * *
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1. Configuration of keying material


1. Configuration of keying material


2. MCData clients initiate service in off-network


3. User requests transmission of a one-to-one SDS message to the terminating MCData user


4. Generate PCK, PCK ID for terminating MCData user and encrypt using UID of the terminating user


5. Generate MiKEY-SAKKE I_MESSAGE and sign


6. One-to-one SDS message (MCData specific elements, Encrypted user payload, MIKEY-SAKKE I_MESSAGE)



