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1. Introduction
This pCR proposes MSGin5G application enabler layer adaptation to CAPIF. 
2. Reason for Change
In 5GMARCH TR, there is a conclusion that the solution 19 and solution 23 for MSGin5G Server to interact with Application Server will be used as the baseline solution for technical specification with necessary enhancements. 
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.554 v0.2.0.
* * * First Change * * * *

5.5.y
MSGin5G application enabler layer adaptation to CAPIF

The MSGin5G Server and Application Server may support CAPIF. When CAPIF is supported:

-
The MSGin5G server shall support the CAPIF API provider domain functions (i.e. CAPIF-2/2e, CAPIF-3/3e, CAPIF-4/4e and CAPIF-5/5e as specified in 3GPP TS 23.222 [5]) as shown in Figure 5.5.y-1;

-
The Application Server shall act as API invoker and support the API invoker functions (i.e. CAPIF-1/1e and CAPIF-2/2e as specified in 3GPP TS 23.222 [5]) as shown in Figure 5.5.y-1.
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Figure 5.5.y-1: MSGin5G adaptation to the CAPIF architecture

* * * Next Change * * * *

<Proposed change in revision marks>
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