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1. Introduction
As per conclusions in TR 23.755, for the KI#12 (Track UAV location deviation), it is concluded that solution #18 (Monitor UAV location deviation) as the way forward for the normative phase.
The pCR proposes USS/UTM (UAS server) monitoring the UAV location deviation by leveraging the new SEAL LMS service (Monitoring Location Deviation procedure). 
Note to Rapporteur : The CR with corresponding solution in SEAL LMS (Monitoring Location Deviation Procedure) to TS 23.434, is proposed in S6-210862. 
2. Reason for Change
Solution proposal, as per conclusions in TR 23.755.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.255, v0.3.0.
* * * First Change * * * *

4.Z
Support for monitoring of UAV location deviation
4.Z.1
Description

This clause specifies the requirements for location reporting capabilities to monitor the UAV location deviation.
4.Z.2
Requirements

[AR-4.Z-a] The UAS application layer shall leverage SEAL mechanism to monitor the UAV location.
* * * Next Change * * * *
6.z
Monitoring of UAV location deviation
6.z.1
General
This clause describes how the USS/UTM monitors the presence of UAVs in a given geographic area by using the SEAL LMS Monitoring Location Deviation procedure as specified in 3GPP TS 23.434 [5]. The UAS Server shall be the VAL server in the SEAL LMS Monitoring Location Deviation procedure as specified in 3GPP TS 23.434 [5].
6.z.2
Procedures
The following procedures of LMS Monitoring Location Deviation procedure of SEAL specified 3GPP TS 23.434 [5] is applicable for Monitoring of UAV location deviation:

-
Monitoring Location Deviation specified in subclause 9.3.x;

Editor’s Note: Adding reference to the SEAL LMS Monitoring Location Deviation procedure as specified in 3GPP TS 23.434 [5] is FFS.
6.z.3
Information flows
Editor’s Note: Adding reference to applicable Information flows from TS 23.434 is FFS,
6.z.4
APIs

Editor’s Note: Adding reference to applicable APIs from TS 23.434 is FFS,
* * * End of Changes * * * *

