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* * * First Change * * * 

10.9.2.17	MC service UE label configuration
Table 10.9.2.17-1 describes the information flow from the location management client to the location management server for configuration of the MC service UE label.
Table 10.9.2.17-1: MC service UE label configuration
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the MC service user who initiates the configuration of MC service UE label

	Set of MC service IDs
	O (see NOTE)
	Set of identities of the reporting MC service user on the MC service UE (i.e. MCPTT ID, MCVideo ID, MCData ID) for whom the temporary MC service label should be configured

	MC service UE label 
	O (see NOTE)
	The MC service UE label, as initially configured in the MC service UE

	MC service UE label
	O (see NOTE)
	The temporary MC service UE label to be used in location information reports, instead of the initial MC service UE label

	NOTE:	When a temporary MC service UE label is provided with an initial MC service UE label or/and an optional set of MC service IDs, the LMS replaces the initial MC service UE label in the location information report with the temporary MC service UE label. If a set of MC service IDs or/and the initial MC service UE label is provided and no temporary MC service UE label is provided, the LMS uses the initial MC service label again. 



* * * Next Change * * * 

10.9.2.18	MC service UE label configuration response
Table 10.9.2.18-1 describes the information flow from the location management server to the location management client for MC service UE label configuration response.
Table 10.9.2.18-1: MC service UE label configuration response
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the requesting MC service user

	Configuration status
	M
	Indicates the configuration result



* * * Next Change * * * 

10.9.2.19	MC service UE label information request
Table 10.9.2.19-1 describes the information flow from the location management client to the location management server to retrieve the MC service UE label configuration information.
Table 10.9.2.19-1: MC service UE label information request
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the MC service user who requests the MC service UE label information

	Set of MC service ID(s)
	O (see NOTE)
	Set of identities of the reporting MC service user on the MC service UE (i.e. MCPTT ID, MCVideo ID, MCData ID) for whom existing MC service UE label information is requested

	Set of MC service UE label(s)
	O (see NOTE)
	Set of MC service UE label(s) for whom existing MC service UE label information is requested. The information element can either be the initial or temporary MC Service UE label

	NOTE:	Either one needs to be present. 



* * * Next Change * * * 

10.9.2.20	MC service UE label information response
Table 10.9.2.20-1 describes the information flow from the location management server to the location management client to provide a combined set of MC service IDs and MC service UE label(s).
Table 10.9.2.20-1: MC service UE label information response
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the requesting MC service user

	Combined set of MC service ID(s) and MC service UE label(s)
	M (see NOTE)
	Set of MC service ID(s) and their corresponding initial/temporary MC service UE label(s) configured on the location management server

	NOTE:	In case an empty set is returned, no MC service UE label has been configured. If the initial and temporary MC service UE label are returned, no MC service ID(s) have been configured. 



* * * Next Change * * * 
[bookmark: _Toc59229694]
10.9.3.10	Usage of MC service UE label configuration
[bookmark: _Toc59229695]10.9.3.10.1	General
An authorized user, e.g. dispatcher, may need to temporarily change an MC service UE label according to operational requirements. E.g. the updated MC service UE label may consist of a new mission identifier, the unchanged device description and the organisational name.
For this purpose, the authorized user configures a temporary MC service UE label in the location management server. The LMS handles the initial MC service UE label and the corresponding temporary MC service UE label together.
If an initial MC service UE label is present in the location information report and the corresponding temporary MC service UE label is configured, the LMS shall replace the initial MC service UE label with the temporary MC service UE label.

[bookmark: _Toc59229696]10.9.3.10.2	MC service UE label configuration procedure
[bookmark: _Toc59229697]Figure 10.9.3.10.2-1 illustrates the procedure of the MC service UE label configuration. 


Figure 10.9.3.10.2-1: MC service UE label configuration procedure
1.	The location management client sends MC service UE label configuration to the location management server.
2.	The location management server checks if the requesting MC service user is authorized to configure the temporary MC service UE label.
3.	The location management server handles the configuration based on the initial MC service UE label and the corresponding temporary MC service UE label. 
4.	The location management server replies with a MC service UE label configuration response indicating the configuration status.

10.9.3.10.3	MC service UE label information request procedure
Figure 10.9.3.10.3-1 illustrates the procedure of the MC service UE label information request.



Figure 10.9.3.10.3-1: MC service UE label information request procedure
1.	The location management client sends the MC service UE label information request to the location management server.
2.	The location management server checks if the requesting MC service user is authorized to request the MC service UE label configuration information.
3.	The location management server sends the MC service UE label information response to the location management client.

* * * End Change * * * *
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