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1. Introduction
This pCR proposes E2E message delivery procedures for point to application messaging.
2. Reason for Change
This is based on current conclusions. It’s necessary to clearly specify how the message is going end to end.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.554 v0.2.0.
* * * First Change * * * *

7.D
E2E Message delivery procedures
7.D.3
Point-to-Application Message delivery procedures
7.D.3.1 From MSGin5G UE to Application Server
Figure 7.D.3.1-1 shows the message delivery procedure from MSGin5G UE to Application Server.
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Figure 7.D.3.1-1: Message delivery from MSGin5G UE to App Server

The description of the steps in Figure 7.D.3.1-1 are the same as the corresponding steps in clause 7.A.2 (From MSGin5G UE to MSGin5G server) and 7.B.1 (From MSGin5G Server to Application Server).

7.D.3.2 From Legacy 3GPP UE to Application Server

This procedure is used for message reply from Non-3GPP UE to Application Server.
Figure 7.D.3.2-1 shows the message delivery procedure from Legacy 3GPP UE to Application Server.
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Figure 7.D.3.2-1: SMS UE replies to Application Server

The description of the steps in Figure 7.D.3.2-1 are the same as the corresponding steps in clause 7.X.2 (From Legacy 3GPP UE to MSGin5G server) and 7.B.1 (From MSGin5G Server to Application Server).

7.D.3.3 From Non-3GPP UE to Application Server

This procedure is used for message reply from Legacy 3GPP UE to Application Server.
Figure 7.D.3.3-1 shows the message delivery procedure from Non-3GPP UE to Application Server.
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Figure 7.D.3.3-1: Non-3GPP UE replies to Application Server
The description of the steps in Figure 7.D.3.3-1 are the same as the corresponding steps in clause 7.Y.2 (From Non-3GPP UE to MSGin5G server) and 7.B.1 (From MSGin5G Server to Application Server).

* * * Next Change * * * *

<Proposed change in revision marks>

* * * Next Change * * * *

<Proposed change in revision marks>
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