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1. Introduction
This contribution proposes to solve EN for EES/EAS DNAI.
2. Reason for Change
DNAI needs to be coordinated between 3GPP CN and Application domain (i.e. MNO and ECSP/ASP). The same or different DNAI may be used to access both EES and EAS. Even for the same N6 access, DN access identifier may be configured differently on EAS and EES, e.g. DNAI_EAS_x and DNAI_EES_x.
It is suggested to separate EES DNAI and EAS DNAI.
Rev1: Instead of separation, to keep the List of EES/EAS DNAI as it is and remove EN.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes in TS 23.558.
* * * First Change * * * *

8.2.6
EES Profile

The EES profile includes information about the EES and the services it provides.

Table 8.2.6-1: EES Profile

	Information element
	Status
	Description

	EESID 
	M
	The identifier of the EES

	EES Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the EES. This information is provided to the EEC to connect to the EES.

	EASIDs
	M
	List of EASIDs registered with the EES.

	EES Provider Identifier
	O
	The identifier of the EES Provider (such as ECSP)

	EES Topological Service Area
	O
	The list of Cell IDs (or TAIs) serviced by this EES. EECs of UEs that are connected to the Core Network from a cell that is not in this list shall not be served by this EES. See possible formats in Table 8.2.7-1.

	EES Geographical Service Area
	O
	The area being served by the EES in Geographical values (as specified in clause 7.3.3.3)

	List of EES/EAS DNAI(s)
	O
	DNAI(s) associated with the EES/EAS. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].



* * * End of Changes * * * *
