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1. Introduction
This contribution provides a clarification on description regarding service areas in Annex A.2.
2. Reason for Change
In Annex A.2, it is mentioned that an EAS can have a service area, but there is no description about EES service area. It should be clarified that an EES may also have its service area just as an EAS do.
In addition, in Annex A.2.2, only a grographical service area is mentioned as a format of a service area, so it is proposed to add a topological service area as well.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.3.0.
* * * First Change * * * *

A.2
Deployment models for different DN implementations 

A.2.1
General

This clause describes examples of deployment models with respect to different DN implementations as follows:

-
option 1. use of non-dedicated DN;

-
option 2. use of Edge-dedicated DN; and

-
option 3. use of LADN.

The PLMN supporting edge computing services provides connection to one or multiple DNs. 
The following clauses describes the detailed deployment models including relationships between EAS service areas, EES service areas, LADN service areas, and PLMN area.

A.2.2
Option 1. Use of non-dedicated DN

There is no Edge-dedicated DN for support of edge computing service. A DN common to other services (e.g. internet access) is used to connect to the EASs. 

The PLMN supporting edge computing services provides connection to EASs located in EDNs that respectively corresponds to one or more DNAI(s), and each EDN is identified by DNN and one or more DNAI. UEs establishing PDU sessions for the EASs identify the DN using the same DNN and slice information as for PDU sessions for non-Edge services.

Each EAS and EES can have a topological service area or a geographical service area that the EAS and EES serves, respectively. Within this service area, UEs can access an EAS or an EES regardless of their location within the PLMN area via local breakout.
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Figure A.2.2-1: Option 1: Use of non-dedicated DN
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