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1. Introduction
This contribution proposes to fix the order of subclauses in Clause 8.8.4.
2. Reason for Change
In TS 23.558 v1.3.0, the clauses about information flows for Service continuity are listed in the following order:

8.8.4.2 
EAS discovery request

8.8.4.3 
Application Context Relocation request

8.8.4.4 
Application Context Relocation response

8.8.4.5 
EAS discovery response

…

As the subclauses for EAS discovery request and response are splitted, it is proposed to move the subclause EAS discovery response next to the subclause EAS discovery request.

Note that no other parts in the TS will be affected due to this change, since the only part referring to clauses 8.8.4.3-8.8.4.5 is the following one, which will be valid after the proposed reordering:

8.8.5.2
Eees_TargetEASDiscovery_Request operation

API operation name: Eees_TargetEASDiscovery_Request

Description: The consumer requests for the target EAS information from the EES.

Inputs: See clause 8.8.4.2.

Outputs: See clause 8.8.4.3.
See clause 8.8.3.2 for details of usage of this operation.

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.3.0.
* * * First Change * * * *

8.8.4
Information flows

8.8.4.1
General

8.8.4.2
EAS discovery request

Table 8.8.4.2-1 describes information elements for the EAS discovery request from the EAS to the EES and from the source EES to the target EES. Table 8.8.4.2-2 provides further detail about the EAS Discovery Filter information element.

Table 8.8.4.2-1: EAS discovery request

	Information element
	Status
	Description

	Requestor identifier
	M
	The ID of the requestor (e.g. EAS ID or EES ID)

	UE identifier
	O
	The identifier of the UE (i.e. GPSI or identity token).

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	EAS Discovery Filter
	M
	Set of characteristics to determine required EASs, as detailed in Table 8.8.4.2-2.

	UE location
	O
	The location information of the UE. The UE location is described as clause 7.3.2.

	Target DNAI 
	O
	Target DNAI information which can be associated with potential target EAS(s)


Editor's Note: Whether and how security credentials corresponding to different Requestors considering different deployments are handled is FFS and in scope of SA3.

Table 8.8.4.2-2: EAS Discovery Filter

	Information element
	Status
	Description

	List of EAS characteristics
	M
	Describes the characteristics of required EASs as per table 8.5.3.2-2


8.8.4.3
EAS discovery response

The information elements specified in the Table 8.5.3.3-1 is used for the EAS discovery response sent from the EES to the EAS with the following differences:

-
The EAS available resources (e.g. memory) indicates the maximum resources available for the AC(s) connected to the source EAS.

8.8.4.4
Application Context Relocation request

Table 8.8.4.3-1 describes information elements for the Application Context Relocation request sent from the EEC either to the S-EES or T-EES. 

Table 8.8.4.3-1: Application Context Relocation request

	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	UE identifier
	M
	The identifier of the UE (i.e. GPSI).

	Target EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP 3-tuple) of the target EAS.

	DNAI of the target EAS
	O
	DNAI information associated with the target EAS.

	N6 Traffic Routing requirements
	O
	The N6 traffic routing information and/or routing profile ID corresponding to the target EAS DNAI.

	EAS notification indication
	M
	Indicates whether to notify the EAS about the need of application context relocation.

	Source EAS endpoint (NOTE)
	O
	Endpoint information of the source EAS

	NOTE:
This IE shall be present if the EAS notification indication indicates that the EAS needs to be informed.


8.8.4.5
Application Context Relocation response 

Table 8.8.4.4-1 describes the information elements for the Application Context Relocation response sent from the S-EES to the EEC.

Table 8.8.4.4-1: Application Context Relocation response

	Information element
	Status
	Description

	Result
	M
	Indicates whether the operation is successful or failure

	Cause information (NOTE)
	O
	Indicates the cause information for the failure

	NOTE:
The Cause information IE is included when the Result indicates failure.





