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1. Introduction
This contribution proposes editorial changes.
2. Reason for Change
Some editorial changes are proposed (see below).
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes in TS 23.558.
* * * First Change * * * *

8.2.6
EES Profile

The EES profile includes information about the EES and the services it provides.

Table 8.2.6-1: EES Profile

	Information element
	Status
	Description

	EES ID 
	M
	The identifier of the EES

	EES Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the EES. This information is provided to the EEC to connect to the EES.

	EAS IDs
	M
	List of EAS IDs registered with the EES.

	EES Provider Identifier
	O
	The identifier of the EES Provider (such as ECSP)

	EES Topological Service Area
	O
	The list of Cell IDs (or TAIs) serviced by this EES. EECs of UEs that are connected to the Core Network from a cell that is not in this list shall not be served by this EES. See possible formats in Table 8.2.7-1.

	EES Geographical Service Area
	O
	The area being served by the EES in Geographical values (as specified in subclause 7.3.3.3)

	List of EES/EAS DNAI(s)
	O
	DNAI(s) associated with the EES/EAS. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].


Editor's Note:
Whether or not to split EAS/EES DNAI (s) is FFS.

* * * Next Change * * * *

8.4.3.2.2
Registration

Pre-conditions:

1.
The EAS has been configured with an EAS ID;

2.
The EAS has been configured with the address (e.g. URI) of the EES; and

3.
Both the EAS and EES have the necessary credentials to enable communications. 
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Figure 8.4.3.2.2-1: EAS Registration procedure

1.
The EAS determines that registration to the EES is needed (e.g. the EAS is instantiated and started up). 

2.
The EAS sends an EAS registration request to the EES. The request shall include the EAS profile and may include proposed expiration time for the registration. 

3.
The EES performs an authorization check to verify whether the EAS has the authorization to register on the EES.

4.
Upon successful authorization, the EES stores the EAS Profile for later use (e.g. for serving EAS discovery requests received from EECs, etc.) and replies to the EAS with an EAS registration response. The EES may provide an expiration time to indicate to the EAS when the registration will automatically expire. To maintain the registration, the EAS shall send a registration update request prior to the expiration time. If a registration update request is not received prior to the expiration time, the EES shall treat the EAS as implicitly de-registered.

* * * Next Change * * * *

8.8.4.4
Application Context Relocation request

Table 8.8.4.4-1 describes information elements for the Application Context Relocation request sent from the EEC either to the S-EES or T-EES. 

Table 8.8.4.4-1: Application Context Relocation request

	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	UE identifier
	M
	The identifier of the UE (i.e. GPSI).

	Target EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP 3-tuple) of the target EAS.

	DNAI of the target EAS
	O
	DNAI information associated with the target EAS.

	N6 Traffic Routing requirements
	O
	The N6 traffic routing information and/or routing profile ID corresponding to the target EAS DNAI.

	EAS notification indication
	M
	Indicates whether to notify the EAS about the need of application context relocation.

	Source EAS endpoint (NOTE)
	O
	Endpoint information of the source EAS

	NOTE:
This IE shall be present if the EAS notification indication indicates that the EAS needs to be informed.


* * * Next Change * * * *

8.8.4.5
Application Context Relocation response 

Table 8.8.4.5-1 describes the information elements for the Application Context Relocation response sent from the S-EES to the EEC.

Table 8.8.4.5-1: Application Context Relocation response

	Information element
	Status
	Description

	Result
	M
	Indicates whether the operation is successful or failure

	Cause information (NOTE)
	O
	Indicates the cause information for the failure

	NOTE:
The Cause information IE is included when the Result indicates failure.


* * * Next Change * * * *

8.8.4.3
EAS discovery response

The information elements specified in the Table 8.5.3.3-1 is used for the EAS discovery response sent from the EES to the EAS with the following differences:

-
The EAS available resources (e.g. memory) indicates the maximum resources available for the AC(s) connected to the source EAS.
* * * End of Changes * * * *
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