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[bookmark: _Toc460615961][bookmark: _Toc460616822][bookmark: _Toc460662211][bookmark: _Toc468105505][bookmark: _Toc468110600][bookmark: _Toc59229633]10.8.2.3	MC service group affiliation response
Table 10.8.2.3-1 describes the information flow MC service group affiliation response from the MC service server to the MC service client. This information flow is sent individually addressed on unicast or multicast.
Table 10.8.2.3-1: MC service group affiliation response
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the originator who triggers the MC service group affiliation request.

	MC service group ID list
	M
	A list of one or more MC service group IDs to which the originator intends to affiliate.

	Affiliation status per MC service group ID
	M
	Indicates the affiliation result for every MC service group ID in the list.


[bookmark: _Toc460615966][bookmark: _Toc460616827][bookmark: _Toc460662216][bookmark: _Toc468105510][bookmark: _Toc468110605][bookmark: _Toc59229638]
10.8.2.8	MC service group de-affiliation response
Table 10.8.2.8-1 describes the information flow MC service group de-affiliation response from the MC service server to the MC service client. This information flow is sent individually addressed on unicast or multicast.
Table 10.8.2.8-1: MC service group de-affiliation response
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the originator who triggers the MC service group de-affiliation request.

	MC service group ID list
	M
	A list of one or more MC service group IDs to which the originator intends to de-affiliate.

	De-affiliation status per MC service group ID
	M
	Indicates the de-affiliation result for every MC service group ID in the list.



[bookmark: _Toc460615970][bookmark: _Toc460616831][bookmark: _Toc460662220][bookmark: _Toc468105514][bookmark: _Toc468110609][bookmark: _Toc59229642]10.8.2.12	MC service group affiliation change response
Table 10.8.2.12-1 describes the information flow MC service group affiliation change response from the MC service server to the MC service client. This information flow is sent individually addressed on unicast or multicast.
Table 10.8.2.12-1: MC service group affiliation change response
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the originator who triggers the MC service group affiliation request.

	MC service ID list
	M
	A list of one or more MC service IDs to which the originator intends to the change their MC service group affiliation relationship.

	MC service group ID list
	M
	A list of one or more MC service group IDs to which the originator intends to change their affiliation relationship with the target user.

	Affiliation status per MC service group ID
	M
	Indicates the affiliation relationship change result for every MC service group ID in the list.



[bookmark: _Toc477420553][bookmark: _Toc59229643]10.8.2.13	MC service group de-affiliation notification
Table 10.8.2.13-1 describes the information flow MC service group de-affiliation notification from the MC service server to the MC service client. This information flow is sent individually addressed on unicast or multicast.
Table 10.8.2.13-1: MC service group de-affiliation notification
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the MC service user that will be de-affiliated.

	MC service group ID list
	M
	A list of one or more MC service group IDs to which the originator intends to de-affiliate.

	De-affiliation status per MC service group ID
	M
	Indicates the de-affiliation result for every MC service group ID in the list.
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