
3GPP TSG-SA WG6 Meeting #42-e
S6-210497
e-meeting, 1st – 9th March 2021
(revision of S6-21xxxx)

Source:
Samsung

Title:
Editorial correction to EDGE-8
Spec:
3GPP TS 23.558 v1.3.0

Agenda item:
7.6
Document for:
Approval

Contact:
Nishant Gupta <nishant.gup@samsung.com>

1. Introduction

This contribution provides an editorial correction to EDGE-8.
2. Reason for Change

The conjunction between the 2 bullets under clause 6.4.9 should be 'or' instead of 'and'.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.3.0.

* * * First Change * * * *

6.4.9
EDGE-8

EDGE-8 reference point enables interactions between the ECS and the 3GPP Core Network. It supports:

a)
access to 3GPP Core Network functions and APIs for retrieval of network capability information, e.g. 

-
via SCEF and NEF APIs as defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3], 3GPP TS 29.522 [4], 3GPP TS 23.682 [17], 3GPP TS 29.122 [5]; or
-
with the ECS deployed within the MNO trust domain (see 3GPP TS 23.501 [2] clause 5.13, 3GPP TS 23.682 [17]).
NOTE:
EDGE-8 reference point reuses 3GPP reference points or interfaces of EPS or 5GS considering different deployment models.

