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1. Introduction

This contribution provides certain TS fixes missed during implementation of version 1.3.0.
2. Reason for Change

Incomplete and incorrect TS.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.3.0.

* * * First Change * * * *

8.8.4.3
EAS discovery response

The information elements specified in the Table 8.5.3.3-1 is used for the EAS discovery response sent from the EES to the EAS with the following differences:

-
The EAS available resources (e.g. memory) indicates the maximum resources available for the AC(s) connected to the source EAS.

8.8.4.4
Application Context Relocation request

Table 8.8.4.4-1 describes information elements for the Application Context Relocation request sent from the EEC either to the S-EES or T-EES. 

Table 8.8.4.4-1: Application Context Relocation request

	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	UE identifier
	M
	The identifier of the UE (i.e. GPSI).

	Target EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP 3-tuple) of the target EAS.

	DNAI of the target EAS
	O
	DNAI information associated with the target EAS.

	N6 Traffic Routing requirements
	O
	The N6 traffic routing information and/or routing profile ID corresponding to the target EAS DNAI.

	EAS notification indication
	M
	Indicates whether to notify the EAS about the need of application context relocation.

	Source EAS endpoint (NOTE)
	O
	Endpoint information of the source EAS

	NOTE:
This IE shall be present if the EAS notification indication indicates that the EAS needs to be informed.


8.8.4.5
Application Context Relocation response 

Table 8.8.4.5-1 describes the information elements for the Application Context Relocation response sent from the S-EES to the EEC.

Table 8.8.4.5-1: Application Context Relocation response

	Information element
	Status
	Description

	Result
	M
	Indicates whether the operation is successful or failure

	Cause information (NOTE)
	O
	Indicates the cause information for the failure

	NOTE:
The Cause information IE is included when the Result indicates failure.





* * * Next Change * * * *

8.3.3.3.7
Service provisioning subscription update request

Table 8.3.3.3.7-1 describes the information elements for service provisioning subscription update request from the EEC to the ECS. 

Table 8.3.3.3.7-1: Service provisioning subscription update request

	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription to be updated

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	Connectivity information
	O
	Details about the connectivity of the UE with the PLMN, such as type of the 3GPP network.

	Proposed expiration time
	O
	Proposed expiration time for the subscription

	AC profile(s)
	O
	Information about services the EEC wants to connect to, as described in Table 8.2.2-1.


8.3.3.3.8
Service provisioning subscription update response

Table 8.3.3.3.8-1 describes the information elements for service provisioning subscription update response from the ECS to the EEC.
Table 8.3.3.3.8.-1: Service provisioning subscription update response

	Information element
	Status
	Description

	Successful response
	O
	Indicates that the subscription update request was successful.

	> Expiration time
	O
	Indicates the expiration time of the updated subscription. To maintain an active subscription, a subscription update is required before the expiration time.

	Failure response
	O
	Indicates that the subscription update request failed.

	> Cause
	O
	Indicates the cause of subscription update request failure


8.3.3.3.9
Service provisioning unsubscribe request

Table 8.3.3.398-1 describes the information elements for service provisioning unsubscribe request from the EEC to the ECS.
Table 8.3.3.3.9-1: Service provisioning unsubscribe request

	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the ECS

	Security credentials
	M
	Security credentials of the EEC


8.3.3.3.10
Service provisioning unsubscribe response

Table 8.3.3.3.10-1 describes the information elements for service provisioning unsubscribe response from the ECS to the EEC.
Table 8.3.3.3.10.-1: Service provisioning unsubscribe response

	Information element
	Status
	Description

	Successful response
	O
	Indicates that the unsubscribe request was successful.

	Failure response
	O
	Indicates that the unsubscribe request failed.

	> Cause
	O
	Indicates the cause of unsubscribe request failure


* * * Next Change * * * *

8.8.5.1
General

Table 8.8.5.1-1 illustrates the API for fetch target EAS.

Table 8.8.5.1-1: Eees_TargetEASDiscovery API

	API Name
	API Operations
	Operation

Semantics
	Consumer(s)

	Eees_TargetEASDiscovery
	Request
	Request/Response
	EAS, EES



Table 8.8.5.1-2 illustrates the API to discover target EES.

Table 8.8.5.1-2: Eecs_ TargetEESDiscovery API

	API Name
	API Operations
	Operation

Semantics
	Consumer(s)

	Eecs_TargetEESDiscovery
	Request
	Request/Response
	EES


Table 8.8.5.1-3 illustrates the API for application context relocation.

Table 8.8.5.1-3: Eees_AppContextRelocation API

	API Name
	API Operations
	Operation

Semantics
	Consumer(s)

	Eees_AppContextRelocation
	Request
	Request/Response
	EEC
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