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 * * First Change * * * 
[bookmark: _Toc468105539][bookmark: _Toc468110634][bookmark: _Toc68215803][bookmark: _Toc68215821]10.9.2.7	Location information notification
Tables 10.9.2.7-1 and 10.9.2.7-2 describes the information flow from the location management server to the MC service server and from location management server to the location management client.
Table 10.9.2.7-1: Location information notification (LMS – MC service server)
	Information element
	Status
	Description

	MC service ID list
	M
	List of the MC service IDs (e.g. MCPTT ID, MCData ID, MCVideo ID) Identity of the MC service users whose location information needs to be notified

	MC service ID
	M
	Identity of the MC service user subscribed to location information of another MC service user (see NOTE 1)

	Triggering event
	M
	Identity of the event that triggered the sending of the notification

	Location Information (see NOTE 2)
	M
	Location information

	NOTE 1:	This is only used when the location management server sends location information notification to the MC service user who has subscribed the location information. 
NOTE 2:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.



Table 10.9.2.7-2: Location information notification (LMS – LMC)
	Information element
	Status
	Description

	MC service ID list
	M
	Identities (e.g. MCPTT ID, MCData ID, MCVideo ID) of the MC service user whose location information needs to be notified

	MC service ID
	M
	Identity of the MC service user subscribed to location information of another MC service user.

	Triggering event
	M
	Identity of the event that triggered the sending of the notification

	Location Information (see NOTE)
	M
	Location information

	NOTE:	This may contain multiple sets of elements for the MC service user. The following elements shall accompany the location information elements: time of measurement and optional accuracy. The following location information elements shall be optional (configurable) present: longitude, latitude, speed, bearing, altitude, ECGI, MBMS SAIs, with at least one provided.




* * Second Change * * * 

[bookmark: _Toc468105547][bookmark: _Toc468110642][bookmark: _Toc68215818]10.9.3.6.1	Event-trigger location information notification procedure
NOTE 1: This procedure is valid for single MC system operation only.
Figure 10.9.3.6.1-1 illustrates the high level procedure of event-trigger usage of location information.  The same procedure can be applied for location management client and other entities that would like to subscribe to location information of MC service user.


Figure 10.9.3.6.1-1: Event-trigger usage of location information procedure
1.	Based on the configurations, e.g., subscription, periodical location information timer, location management server is triggered to report the latest user location information to MC service server or location management client.
2.	The location management server sends the location information report notification including the latest location information of one or more MC service users to the MC service server or location management client. The latest location information is derived from the location report procedure as described in clause 10.9.3.1, or from PLMN operator (e.g. LCS network).

* * Third Change * * *

10.9.3.8.1	Client-triggered one-time location information report
[bookmark: _Hlk8032879]Figure 10.9.3.8.1-1 illustrates the procedure when a location management client requests one-time location information from other location management clients for location information reporting using functional alias, which can be shared between several MC service users. Under this condition, the actual location of all MC service users sharing the same functional alias are contained in the one-time location report.
Pre-conditions:
1.	MC service client 2 and MC service client 3 share the same functional alias.
2.	MC service client 2 and MC service client 3 activated the functional alias.
3.	MC service client 1 may have an activated functional alias.
4.	The MC servicelocation management server has subscribed to the functional alias controlling MC service server within the MC system for functional alias activation/de-activation updates.
* * * Fourth Change * * * 
[bookmark: _Toc68215822]10.9.3.8.2	Client-triggered periodic location information report
Figure 10.9.3.8.2-1 illustrates the procedure when a location management client requests periodic location information from other location management clients for location information reporting using functional aliases which may be shared between several MC service users. Under this condition, the actual location of all MC service users sharing the same functional alias are contained in the periodic location report.
Pre-conditions:
1.	MC service client 2 and MC service client 3 share the same functional alias.
2.	MC service client 2 and MC service client 3 activated the functional alias.
3.	MC service client 1 may have an activated functional alias.
4.	The MC servicelocation management server has subscribed to the functional alias controlling MC service server within the MC system for functional alias activation/de-activation updates.

* * * Fifth Change * * * 
[bookmark: _Toc68215834]10.9.3.9.4.2	Cancel location history reporting procedure (LMS – LMC)
Figure 10.9.3.9.4.2-1 illustrates the procedure for the cancellation on location history reporting from the location management client server to the location management serverclient.
* * * Sixth Change * * * 
[bookmark: _Toc68215835]10.9.3.9.4.3	Cancel location history reporting procedure
Figure 10.9.3.9.4.3-1 illustrates the procedure for the cancellation on location history reporting from the MC service server or location management client to the location management server.
Pre-conditions:
1.	The location management client 1 has returned to report location information and has stored location information reports.




Figure 10.9.3.9.4.3-1: Cancel location history reporting procedure
1.	The location management client 1 transmits stored location information while there is a communication link between the location management client and location management server.
2.	The MC service server or location management client 2 requests the cancellation of the location information history reporting at any time during the transmission.
3.	The location management server checks the authorization of this request and decides either to cancel the transmission from the reporting location management client 1 as described in clause 10.9.3.9.4.2, to cancel the transmission from the location management server or to cancel the transmission from both.
4.	The location management server executes the requested cancellation.
     5.	Location management server confirms the executed cancellation.
* * * End Changes * * * 
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