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1. Introduction
Add new Information Elements to clause 9
2. Reason for Change
Add new Information Elements to clause 9
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.554 v0.3.0.
* * * First Change * * * *
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* * * Next Change * * * *

9
Information Elements

9.1
Payload

The Payload Information Element carries the application payload that is transferred by the MSGin5G Service, of which the content is transparent to the MSGin5G service. 

If the message originates from a MSGin5G UE, the Payload IE is a string of maximum length that can be transported without segmentation but not more than 2048 octets.

* * * Next Change * * * *

9.x
Message ID
The Message ID Information Element uniquely identifies a specific MSGin5G message in the MSGin5G service.If Delivery Report is required by a MSGin5G message, the Message ID IE in this MSGin5G message is copied to the related MSGin5G Delivery Report. The Message ID IE is used by the sender of the MSGin5G message.to match the Delivery Report to the original MSGin5G message.
The Message ID is globally unique within the MSGin5G service. It is generated as a string representation of a UUID as a URN as defined in RFC 4122 [x].
NOTE:
MSGin5G messages may be delivered between different PLMNs, so Message ID is needed to be globally unique. A time-based UUID (Universal Unique Identifier) generated as per subclause 4.2 of RFC 4122 [x] is globally unique and does not reveal any private information, so it is used as the Message ID. 
9.y
Failure Cause
The Failure Cause Information Element indicates the the failure reason of a MSGin5G message, if this MSGin5G message can not be delivered successfully.

1.
The Failure Cause IE is a string, which shall allow identiying 65535 different failure reasons. 
NOTE:
The definition of these failure reasons should be considered in stage 3.

Editor's Note:
The number "65535" is FFS.
