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1. Introduction
This contribution includes the SEAL procedures which are applicable to UASAPP for coordinated QoS provisioning )as described in the agreed S6-211075).
2. Reason for Change
In clause 6.1.3, the SEAL NRM procedures which are relevant to UAS are summarized. In this clause, it is proposed to add the agreed procedures based on the Coordinated QoS/resource management for network-assisted UE-to-UE communications feature which was added in S6-211075 (agreed in SA6 #42-bis-e), since this feature is applicable for C2 communications; hence UASAPP may utilize SEAL NRM services for ensure meeting the end-to-end QoS requirements in C2 communications.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.255 v0.4.0.
* * * Change * * * *

6.1.3
Network resource management service

6.1.3.1
General
The UAE capabilities (UAE client and UAE server) and UAS application specific servers utilize network resource management service procedures of SEAL to support UAS applications and C2 communications.

The UAS application specific server(s) may directly utilize the network management service procedures of SEAL.

6.1.3.2
Information flows

-
Monitoring Events Subscription Request specified in clause 14.3.2.x;
-
Monitoring Events Subscription Response specified in clause 14.3.2.y;

-
Monitoring Events Notification message specified in clause 14.3.2.z;
Editor's note:
Adding exact clause reference from TS 23.434 is FFS,
Editor's note:
The other information flows of NRM service relevant for UAS applications is FFS.

6.1.3.3
Procedures

The following procedures of network resource management service of SEAL specified 3GPP TS 23.434 [5] are applicable for the UAS applications and C2 communications:

-
Request for unicast resources at VAL service communication establishment specified in clause 14.3.3.2.1;

-
Request for modification of unicast resources specified in clause 14.3.3.2.2;

-
Network resource adaptation specified in clause 14.3.3.3.1;

-
Monitoring Events Subscription procedure specified in clause 14.3.x.2;

-
Monitoring Events Notification procedure specified in clause 14.3.x.3;
-
QoS/resource management capability initiation in network assisted UE-to-UE communications procedure specified in clause 14.3.5.2;

-
Coordinated QoS provisioning operation in network assisted UE-to-UE communications procedure specified in clause 14.3.5.3;
Editor's note:
Adding exact clause reference from 3GPP TS 23.434 [5] is FFS.
* * * End of Change * * * *
