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1. Introduction
This contribution cleans up the Filter IE of the AC information subscription request.
2. Reason for Change
"AC Profile Parameter Ranges" IE is removed, as the description is not clear while it appears to be already covered by the EAS Service KPIs. Some more cardinality changes are done to align the information elements. 
 3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v2.1.0.
* * * First Change * * * *

8.6.4.3.2
AC information subscription request

Table 8.6.4.3.2-1 describes the information flow for an AC information subscription request from the EAS to the EES.
Table 8.6.4.3.2-1: AC information subscription request

	Information element
	Status
	Description

	EASID 
	M
	The identifier of the EAS

	Security credentials
	M
	Security credentials of the EAS

	Subscription type


	M


	Choice of "One time" or "Event based" determining the type of processing requested

	Filters
	O
	List of characteristics for discovery purposes, as detailed in Table 8.6.4.3.2-2. 

	Event conditions
	O
	Parameters indicating event conditions e.g. number of notifications instances, subscription timeout, etc.


Table 8.6.4.3.2-2: Filters
	Information element
	Status
	Description

	AC Type(s)
	O
	List of categories or types of ACs (e.g. V2X) to be matched

	ECSP ID(s)
	O
	Identifier(s) for the ECSP associated with the EEC.

	Operation Schedule
	O
	EAS operation schedule (e.g. time windows) to be matched

	Geographical Service Area
	O
	EAS service area for identifying UEs with matching expected geographical location(s) (e.g. route). This geographic information can express a geographic point, polygon, route, signalling map, or waypoint set.

	Topological Service Area
	O
	EAS service area for identifying UEs with matching expected topological location(s). See possible formats in Table 8.2.7-1.

	EAS Service KPIs
	O
	EAS KPIs (Table 8.2.5-1) for identifying the EEC and ACs to be matched, 

	
	
	

	ACID(s)
	O
	List of identities of AC(s) to be matched

	UE ID(s)
	O
	List of UE identifiers to be matched

	UE location(s)
	O
	List of locations (e.g. routes) of the UE(s) for which the request applies


