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1. Introduction
This pCR adds a key issue of how the MC clients residing on the non 3GPP devices behind MC gateway UE can handle the location information and location triggers related to the 3GPP access network via MC gateway UE.
2. Reason for Change
The Location reporting configuration request [See Clause 10.9.2 of 3GPP TS 23.280] which is sent from Location Management server to Location management client carries the triggering criteria which identifies when the location management client will send the location report. This triggering criteria could be based on the 3GPP access network related parameters. E.g. Send the location report whenever Cell ID changes or Tracking Area changes or MBMS SA changes, MBMS FN Area changes etc., The MC client residing in the non 3GPP devices may not be able to track this information since they do not have access to 3GPP access network. Also the Location reporting configuration may request the MC client to publish the location information related to 3GPP access network. Since the MC gateway UE has access to the 3GPP access network related location information , the MC clients can query the related information from the MC gateway UE and can request the MC gateway UE to handle the triggers and inform back when the trigger criteria is/are met.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-79 V0.4.0.

* * * First Change * * * *

5.X
Key issue X – 3GPP access network related location management by MC Clients
Location management server may not be aware whether the MC service clients are residing on 3GPP devices or non 3GPP-devices when providing the location reporting configuration and when requesting the location information from the location management client. The MC clients residing on the non-3GPP devices may get the Location reporting configuration containing the trigger criteria related to 3GPP access network related location paramters. There may be some issues if the MC clients detects that it cannot handle the location reporting trigger criteria related to the 3GPP access network information or if it cannot provide the requested location information related to the 3GPP access network. 
List of key issues:
-
Whether and how the 3GPP access network related location trigger criteria is handled
-
Clarify how the 3GPP access network related location information of MC service clients residing on non-3GPP devices is known to the MC system when required
* * * End Change * * * *

