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1. Introduction
This pCR provides some examples of triggers for EAS discovery.
2. Reason for Change
The triggers for service provisioning is provided while those for EAS discovery are not described in TS. For clarification, some examples of trigger for EAS discovery need to be specified.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558.
* * * First Change * * * *

8.5
EAS discovery

8.5.1
General 

Discovery procedures enable entities in an edge deployment to obtain information about EAS and their available services, based on specified criteria of interest. 

EAS discovery enables the EEC to obtain information about available EASs of interest. The discovery of the EASs is based on matching EAS discovery filters provided in the request. 

When multiple EASs are discovered for a specific AC, the EEC may select one or more EASs to enable AC communication with one of the selected EASs. The selection algorithm is outside the scope of this specification.
EAS discovery may be initiated by the EEC when a certain trigger condition at the UE is met. Some examples are as follows: 
-
AC related updates available at the EEC (e.g. due to AC installation/re-installation/activation), AC requesting application server access
-
Lifetime received via EAS discovery response specified in clause 8.5.3 is expired
-
EEC detects the need of application context relocation as in clause 8.8.
NOTE:
When the EEC decides to perform EAS discovery is
 up to EEC implementation.

* * * End of Change * * * *
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