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1. Introduction
This pCR proposes to include additional IEs in ECS configuration information and remove editor’s note on ECS configuration information.
2. Reason for Change
Let us consider a case where an ECS is provided by an ECSP that has an SLA with the operator. In this case, the operator may assign a combination of DNN and S-NSSAI for the ECSP’s edge computing service including ECS-provided services. The ECSP ECS is thus reachable via the PDU Session associated to the dedicated DNN and the S-NSSAI. 
Additionally, an ECSP may have several service agreement with multiple PLMN operators and the ECSP-provided ECS can be reachable via the PLMNs as described in clause Annex B ‘Involved entities and relationships’. 
Therefore, the information such as DNN/S-NSSAI and PLMN IDs can be included in the ECS Configuration information.
3. Conclusions

It is neccesary to include additional information for connecting ECS in the ECS Configuration information.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558.
* * * First Change * * * *

8.3.2
ECS Discovery

8.3.2.1
General

ECS configuration information consists of one or more URLs and/or IP Address(es) of ECS(s), and optionally the corresponding ECS Provider Identifier. Table 8.3.2.1-1 describes the information elements of ECS configuration information. ECS configuration information can be 
-
pre-configured with the EEC;

-
configured by an edge-aware AC;

-
configured by the user; 
-
provisioned by MNO through 5GC procedure if the UE has the capability to deliver the ECS configuration information to the EEC on the UE (see 3GPP TS 23.548 [20], clause 6.5.2); or 
-
derived from HPLMN identifier for non-roaming scenario or from VPLMN identifier for roaming scenario.

NOTE:
How the ECS configuration information is configured to the EEC by the AC, user, or pre-configuration is out of scope of the present specification.

If a combination of DNN (APN) and/or S-NSSAI is dedicated to an ECSP and its edge computing service including ECS-provided service, the dedicated DNN (APN) and/or S-NSSAI are included in the ECS configuration information. 
It may be possible to provide the ECS configuration information to the EEC from the 5GC if the UE has the capability to deliver the ECS configuration information to the EEC on the UE.
If the ECS configuration information is provided by 5GC and available at the EEC, the EEC shall use the information for the initial provisioning request. If DNN and/or S-NSSAI dedicated for ECS are included in the ECS configuration information and if PDU Session toward the dedicated DNN and/or S-NSSAI is not established, the UE hosting the EEC establishes a new PDU Session to access the ECS. Otherwise, the EEC shall use pre-configured ECS address for the initial provisioning if ECS configuration information is preconfigured with the EEC. 
Table 8.3.2.1-1: ECS configuration information 

	Information element
	Status
	Description

	ECS address 
	M
	One or more URLs and/or IP Address(es) of ECS(s)

	ECS Provider Identifier
	O
	The identifier of the ECS Provider(s) 

	DNN/APN
	O
	Data Network Name/Access Point Name for ECS

	S-NSSAI
	O
	Network Slice information for ECS

	Supported PLMN ID(s)
	O
	The identifier(s) of the PLMN(s) from which the ECS is reachable



* * * End of Change * * * *
