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* * * First Change * * * *
[bookmark: _Toc59201883][bookmark: _Toc460616857][bookmark: _Toc460615996]14.3.2.x	Session report request
Table 14.3.2.x-1 describes the information flow of session report request from the VAL server to the NRM server
Table 14.3.2.x-1: Session report request
	Information element
	Status
	Description

	Requester Identity
	M
	The identity of VAL server performing the request

	VAL user ID or VAL UE ID
	O
	The identity of VAL user or VAL UE

	VAL Group ID
	O
	The identity of VAL group ID

	SIP session information
	M
	The indentation of requesting a list of existing SIP sessions. 



14.3.2.y	Session report response
Table 14.3.2.y-1 describes the information flow of session report response from the NRM server to the VAL server.
Table 14.3.2.y-1: Session report response
	Information element
	Status
	Description

	Result
	M
	The result indicates the list of session ID(s) with the current session status. 




* * * Next Change * * * *
14.3.x.1	Request for unicast resources at session establishment from NRM server
14.3.x.1.1	General
The procedure defined in this clause specifies how existing SIP session information is requested from VAL server to NRM server. The request sends from the VAL server includes the specific VAL server identity with optional VAL user/UE or group ID. The VAL server requests the SIP sessions list established between the connect VAL client and NRM server. If one VAL user, UE, or group ID is sent with this request, the NRM shall return the SIP session list that pertains to that element entity. 
This procedure enables the VAL server to know about existing SIP sessions established with the VAL client and NRM servers. 
14.3.x.1.2	Procedure
Figure 14.3.3.2.1a.2-1 describes the procedure for the request of SIP session information between the VAL server and the NRM server.
Pre-condition:
1.	The NRM client has initiated and established the SIP session with the NRM server.
[image: Graphical user interface

Description automatically generated with medium confidence]
Figure 14.3.x.1.2-1: SIP session information request from VAL server to NRM server
1. The VAL server sends SIP session information requests to NRM server. The request sends from the VAL server includes the specific VAL server identity with optional VAL user/UE or group ID.
2. The NRM server returns a list of existing SIP session information. If one VAL user, UE, or group ID is sent with this request, the NRM shall return the SIP session list that pertains to that element entity.
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