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1. Introduction
This contribution provides the API definitions for the feature related to C2 communication mode selection / switching as described in clause 6.4.
2. Reason for Change
In clause 6.4, the procedures related to the feature C2 communication mode selection / switching, require the introduction of UAE server APIs. This contribution provides details for these APIs.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.255 v0.4.0.
* * * Change * * * *

7.
APIs

7.x
UAE server APIs for C2 Communication mode selection and switching
7.x.1
General
Table 7.x..1-1 illustrates the UAE server APIs for C2 Communication mode selection and switching.
Table 7.x.1-1: List of UAE server APIs for C2 Communication mode selection and switching
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	UAE_ApplicationRequirement API
	Initiate_C2ModeSelectionCapability
	UAS  application specific server
	Request /Response

	UAE_C2ModeSelection API
	Notify C2ModeSelection
	UAS  application specific server
	Subscribe/

Notify

	UAE_C2ModeSwitching API
	Confirm C2ModeSwitching
	UAS  application specific server
	Request /Response


7.x.2
UAE_ApplicationRequirement API
7.x.2.1
General
API description: This API enables the UAS application specific server to communicate with the UAE server to initiate the C2 operation mode selection/switching capability
7.x.2.1.2
Initiate_C2ModeSelectionCapability
API operation name: Initiate_C2ModeSelectionCapability
Description: Initiates the C2 operation mode selection/switching capability based on UAS application specific server request.
Known Consumers: UAS application specific server.

Inputs: Refer subclause 6.4.3.1.

Outputs: Refer subclause 6.4.3.2.

See subclause 6.4.2.1 for the details of usage of this API operation.

7.x.3
UAE_C2ModeSelection API
7.x.3.1
General
API description: This API enables the UAS application specific server to communicate with the UAE server to subscribe and receive notifications for the C2 operation mode selection.
7.x.3.1.2
Notify C2ModeSelection
API operation name: Notify C2ModeSelection
Description: Notifies the UAS application specific server about the C2 mode selection.
Known Consumers: UAS application specific server.

Inputs: Refer subclause 6.4.3.x.

Outputs: Refer subclause 6.4.3.y.
See subclause 6.4.2.3 for the details of usage of this API operation.

7.x.4
UAE_ C2ModeSwitching API
7.x.3.1
General
API description: This API enables the UAS application specific server to communicate with the UAE server to confirm the C2 operation mode switching operation with the UAS application specific server.
7.x.3.1.2
Confirm C2ModeSwitching
API operation name: Confirm C2ModeSwitching
Description: UAE server confirms/notifies the C2 operation mode switching with the UAS application specific server.
Known Consumers: UAS application specific server.

Inputs: Refer subclause 6.4.3.4.

Outputs: Refer subclause 6.4.3.5.
See subclause 6.4.2.4 for the details of usage of this API operation.
* * * End of Change * * * *
