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* * * First Change * * * *
[bookmark: _Toc75371445]10.3.7	Location-based group creation
Figure 10.3.7-1 below illustrates the location-based group creation.
Pre-conditions:
1.	The group management client, group management server, VAL server, location management server and the VAL group members belong to the same VAL system.
2.	The authorized VAL user/UE/administrator is not aware of the users' or UE identities which will be combined to form the VAL group.




Figure 10.3.7-1: Location-based group creation
1.	The group management client or the VAL server requests location-based group create operation to the group management server. The location criteria for determining the identities of the users or UEs to be combined shall be included in this message. The location information criteria may include the geographic location information where the UEs moving in or moving out to be monitored, or it may include reference UE information where in the UEs moving in or moving out of given proximity range from the reference UE to be monitored.
2.	The group management server requests the location management server for obtaining the users or UEs corresponding to the location information as specified in clause 9.3.10 or subscribes to the list of UEs moving in or out of the area as specified in clause 9.3.x.
3.	The location management server composes the list of users or UEs within the requested location.
4.	The group management server receives the composed list of users or UEs from the location management server.
35.	During the group creation, the group management server creates and stores the information of the location-based group. The group management server performs the check on the policies e.g. maximum limit of the total number of VAL group members for the VAL group(s). If an external group identifier, identifying the member UEs of the VAL group at the 3GPP core network is available, then the external group ID is stored in the newly created VAL group’s configuration information.
NOTE:	The exact policies are out of scope of the present document.
Editor's Note:	Group updates due to Users or UEs moving in or out of the location is FFS.
46.	The group management server provides a location-based group creation response to the group management client or the VAL server.

* * * Next Change * * * *
9.3.2.a	Location area subscription request
Table 9.3.2.a-1 describes the information flow from the VAL server to the location management server for location area subscription request.
Table 9.3.2.a-1: Location information subscription request
	Information element
	Status
	Description

	Location Information criteria
	M
	Location information (e.g. current location of the VAL UE with proximity range, geographic area, etc)

	>> Reference UE
	O
	VAL UE which is the reference UE for the proximity range

	>> Proximity range
	O
	Proximity range within which the UEs will be monitored

	>> Geographic area 
	O
	Geographic area to be monitored

	Time between consecutive reports
	M
	It indicates the interval time between consecutive reports

	Triggering events
	O
	Identifies when the server will send the notification (e.g. distance travelled, age of the location, etc)



9.3.2.b	Location area subscription response
Table 9.3.2.b-1 describes the information flow from the location management server to the VAL server for location area subscription response.
Table 9.3.2.b-1: Location area subscription response
	Information element
	Status
	Description

	Subscription status
	M
	It indicates the subscription result

	Subscription identity
	O
	If subscription is successful, identifies the subscription



9.3.2.c	Location area information notification
Table 9.3.2.c-1 describes the information flow from the location management server to the VAL server.
Table 9.3.2.c-1: Location area information notification
	Information element
	Status
	Description

	Subscription identity
	M
	Identity of the subscription

	UEs currently present (NOTE)
	O
	List of the identities of all VAL UEs who are currently present in the given location area

	UEs moved in/out (NOTE)
	O
	List of UEs either moved in to the location area or moved out of the location area

	>> UEs moved in
	O
	List of the identities of the VAL UEs who moved in to the given location area since previous notification.

	>> UEs moved out
	O
	List of the identities of the VAL UEs who moved out of the given location area since previous notification.

	Triggering event
	O
	Identity of the event that triggered the sending of the notification

	NOTE:	 Any one of these shall be present.



9.3.2.d	Location area subscription modify request
Table 9.3.2.d-1 describes the information flow from the VAL server to the location management server for location area subscription modify request.
Table 9.3.2.d-1: Location information subscription modify request
	Information element
	Status
	Description

	Subscription identity
	M
	Identifies the subscription

	Location Information criteria
	M
	Location information (e.g. current location of the VAL UE with proximity range, geographic area, etc)

	>> Reference UE
	O
	VAL UE which is the reference UE for the proximity range

	>> Proximity range
	O
	Proximity range within which the UEs will be monitored

	>> Geographic area 
	O
	Geographic area to be monitored

	Time between consecutive reports
	M
	It indicates the interval time between consecutive reports

	Triggering events
	O
	Identifies when the server will send the notification (e.g. distance travelled, age of the location, etc)



9.3.2.e	Location area subscription modify response
Table 9.3.2.e-1 describes the information flow from the location management server to the VAL server for location area subscription modify response.
Table 9.3.2.e-1: Location area subscription modify response
	Information element
	Status
	Description

	Subscription status
	M
	It indicates the request result



9.3.2.f	Location area unsubscribe request
Table 9.3.2.f-1 describes the information flow from the VAL server to the location management server for location area unsubscribe request.
Table 9.3.2.f-1: Location information unsubscribe request
	Information element
	Status
	Description

	Subscription identity
	M
	Identifies the subscription



9.3.2.g	Location area unsubscribe response
Table 9.3.2.g-1 describes the information flow from the location management server to the VAL server for location area unsubscribe response.
Table 9.3.2.g-1: Location area unsubscribe response
	Information element
	Status
	Description

	Subscription status
	M
	It indicates the request result



* * * Next Change * * * *
9.3.x	Obtaining location area information procedure
9.3.x.1	Location area subscribe procedure
Figure 9.3.x.1-1 illustrates the high level procedure of location area subscription request. The same procedure can be applied for location management client and other SEAL servers that would like to subscribe to the list of UEs moving in or moving out of the specific location area. The subscribe request can be for own reference UE or any other reference UE for which the subscriber is authorized to monitor location information.


Figure 9.3.x.1-1: Location area information subscription procedure
1.	The VAL server sends a location area subscription request to the location management server to subscribe to the list of UEs moving in or moving out of the specific location area. In the request message, the VAL server includes the information as specified in Table 9.3.2.a-1. The location information criteria may include the geographic location information where the UEs moving in or moving out to be monitored, or it may include reference UE information where in the UEs moving in or moving out of given proximity range from the reference UE (target UE) to be monitored. The reference UE information may include VAL UE ID, External Identifier of the UE, GPSI, MSISDN, like so.
2.	The location management server shall check if the VAL server is authorized to initiate the location area subscription request.
3.	The location management server replies with a location area subscription response indicating the subscription status. In the response message, the location management server includes the information as specified in Table 9.3.2.b-1.
9.3.x.2	Location area subscribe modify procedure
Figure 9.3.x.2-1 illustrates the high level procedure of location area subscribe modify request. The same procedure can be applied for location management client and other SEAL servers that would like to modify the subscription to the list of UEs moving in or moving out of the specific location area. The subscribe modify request can be for own reference UE or any other reference UE for which the subscriber is authorized to monitor location information.


Figure 9.3.x.2-1: Location area information subscription modify procedure
1.	The VAL server sends a location area subscription modify request to the location management server to modify the subscription to the list of UEs moving in or moving out of the specific location area. In the request message, the VAL server includes the information as specified in Table 9.3.2.d-1.
2.	The location management server shall check if the VAL server is authorized to initiate the location area subscription modification request. 
3.	The location management server replies with a location area subscription modify response indicating the subscription status. In the response message, the location management server includes the information as specified in Table 9.3.2.e-1.
9.3.x.3	Location area unsubscribe procedure
Figure 9.3.x.3-1 illustrates the high level procedure of location area unsubscribe request. The same procedure can be applied for location management client and other SEAL servers that would like to unsubscribe to the list of UEs moving in or moving out of the specific location area. The unsubscribe request can be for own reference UE or any other reference UE for which the subscriber is authorized to monitor location information.


Figure 9.3.x.3-1: Location area information unsubscribe procedure
1.	The VAL server sends a location area subscription modify request to the location management server to modify the subscription to the list of UEs moving in or moving out of the specific location area. In the request message, the VAL server includes the information as specified in Table 9.3.2.f-1.
2.	The location management server replies with a location area subscription response indicating the subscription status. In the response message, the location management server includes the information as specified in Table 9.3.2.g-1.
9.3.x.4	Location area notification procedure
Figure 9.3.x.4-1 illustrates the high level procedure of location area information notification. The same procedure can be applied for location management client and other SEAL servers who have subscribe to the list of the UEs moving in or moving out of the specific location area.


Figure 9.3.x.4-1: Location are information notification procedure
1.	One of the event occurs at the location management server as specified in the subscribe request. The location management server identifies the UEs which are moved into the area or moved out of the area based on the location data and time stamp of the location. The location management server also determines that the age of the location of the UEs is not more than the age value specified in the subscribe request, if available. The LMS may report the list of all UEs in the given location or UEs moved in and moved out from the last reported UEs list. 
2.	The location management server sends a location area information notification to the VAL server. In the notification message, the location management server includes the information as specified in Table 9.3.2.c-1.

* * * End of Change * * * *
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