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* * * First Change * * * *
[bookmark: _Toc74040759]7.1.3.3	Procedures
The following procedures of location management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the UAS applications:
-	Event-triggered location reporting procedure specified in clause 9.3.3;
-	On-demand location reporting procedure specified in clause 9.3.4;
-	Location reporting event triggers configuration cancel specified in clause 9.3.6;
-	Location information subscription procedure specified in clause 9.3.7;
-	Event-trigger location information notification procedure specified in clause 9.3.8;
-	On-demand usage of location information procedure specified in clause 9.3.9;
-	Obtaining UE(s) information at a location specified in clause 9.3.10;
-	Monitoring Location Deviation specified in clause 9.3.11x;
Editor's note: Adding reference to the SEAL LMS Monitoring Location Deviation procedure as specified in 3GPP TS 23.434 [5] is FFS.
* * * Next Change * * * *
[bookmark: _Toc74040760]7.1.3.4	APIs
The following APIs of location management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the UAS applications:
-	SS_LocationReporting API as specified in clause 9.4.2;
-	SS_LocationInfoEvent API as specified in clause 9.4.3;
-	SS_LocationInfoRetrieval API as specified in clause 9.4.4;
-	SS_LocationAreaInfoRetrieval API as specified in clause 9.4.5;
-	SS_LocationMonitoring API as specified in clause 9.4.6.
* * * End of Changes * * * *

