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1. Introduction
This pCR provides a key issue on enhanced notification service to the EEC.
2. Reason for Change
The EEC can be notified with the updated information for edge computing service by EES and ECS over EDGE-1 and EDGE-4, respectively. This notification service is specified in release 17, but the details on its mechanism is not addressed with the following note.

How the EEC acquires the notification target address or a notification channel URI to receive the notifications is out of scope of this release. The notification target address can terminate at the EEC (e.g. in an IoT device) if the deployment supports EEC reachability, or it can terminate at a push notification service. Details of the push notification service are out of scope of this release.

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98.
* * * First Change * * * *

<Proposed change in revision marks>

4.x
Key issue #x: Enhanced notification service to the EEC
The EEC can be notified with the updated information for edge computing service by EES and ECS over EDGE-1 and EDGE-4, respectively. The notification services available to the EEC (i.e., service provisioning notification, EAS discovery notification, ACR information notification) are specified in release 17, but the details on the notification mechanism is not addressed. In this regard, additional ways (e.g. push notification mechanism and application triggering specified in 3GPP TS 23.501 [x], etc.) of providing the updates to the EEC in real time need to be studied. 
Open issues:
-
Whether and how the EEC acquires the notification target address or a notification channel URI to receive the notifications
-
Whether and how EEC, ECS and EES support push notification mechanism. Whether and what additional functional entity is necessary for this.
-
How are the EEC subscriptions and/or notification targets treated in mobility scenario (e.g. during ACR scenario)? 
-
Whether and how to utilize application triggering method specified in 3GPP TS 23.501 to provide notifications to the EEC.
* * * End of Change * * * *
