
3GPP TSG-SA WG6 Meeting #44
S6-211784
e-meeting, 12th – 20th July 2021
(revision of S6-211639, S6-211429)
Source:
Samsung
Title:
Pseudo-CR on usage of SEAL group management
Spec:
3GPP TS 23.554 v0.4.0
Agenda item:
8.2
Document for:
Approval
Contact:
Basavaraj (Basu) Pattan, basavarajjp@samsung.com
1. Introduction
This contribution provides a proposal for usage of SEAL. 

2. Reason for Change
Usage of SEAL services has to be captured to specify the usage of group management by MSGin5G service layer. The proposal is based on the model that is followed for eV2XAPP and UASAPP.
Conference call (28th June) discussions :

· Issue: List of group management operations to be supported for MSGin5G Service
· Direction: Based on requirements analysis and available SEAL procedures, following procedures need to be referred from SEAL specification:
· Group creation
· Group membership notification – any changes to group info
· Group information query
· Group configuration management
· Store group configurations at the group management server
· Retrieve group configurations
· Subscription and notification for group configuration data
· Location-based group creation
· Group announcement and join
· Group member leave
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.554 v0.3.0.
* * * First Change * * * *

8.10
Usage of SEAL

8.10.1
General

The MSGin5G service functional entities MSGin5G client and MSGin5G server utilize the SEAL services. All SEAL services specified in 3GPP TS 23.434 [5] are available to MSGin5G service. In this clause, only the details of the information flows, procedures and APIs whose utilization by MSGin5G service are well-known are described.

* * * Second Change * * * *

8.10.3
Group management service

8.x.3.1
General
The MSGin5G service functional entities MSGin5G client and MSGin5G server utilize SEAL client and SEAL server for the group management service (e.g. creation, join, leave) on the group configuration information (e.g. group join policy, group leader) provided by the MSGin5G server. The decisions and corresponding triggers (e.g. group creation, join, leave) for group management are responsibility of the application leveraging MSGin5G service. The group management service of SEAL provides support for creating group for MSGin5G service for applications leveraging MSGin5G service.

8.x.3.2
Information flows

Editor’s note:
The reference to information flows of group management procedures as specified in 3GPP TS 23.434 [5] are FFS.
8.x.3.3
Procedures

The following procedures of group management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the MSGin5G service:

-
Group creation specified in clause 10.3.3;

--
Subsequent to Step 3, when the identity list with the list of VAL user IDs or VAL UE IDs that are part of the created group contain the list of VAL user IDs or VAL UE IDs which does not have group management client on the UE (e.g. Legacy 3GPP UEs or Non-3GPP UEs), it is responsibility of the VAL server (MSGin5G server) to initiate the group creation notification towards those UEs.

-
Group configuration management specified in clause 10.3.6;
-
Group membership update specified in clause 10.3.5.2.
Editor’s note:
Adding new Group deletion procedure to TS 23.434 and adding any other SEAL procedure references to this specification is FFS.
Editor’s note:
Whether MSGin5G service end points can dynamically join and leave group is FFS.
8.x.3.4
APIs

The following APIs of group management service of SEAL as specified in 3GPP TS 23.434 [5] are applicable for the MSGin5G service:

-
SS_GroupManagement API specified in clause 10.4.2;

-
SS_Group_Management_Event API specified in clause 10.4.5.
* * * Next Change * * * *

<Proposed change in revision marks>

* * * Next Change * * * *
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