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Sheet1

		Open issues/Ens tracking list for MC over 5G MBS KI and solutions

		Solution		EN No.		 Open issues/Editor’s Note to be solved 		Dependency on open issue or conclusion in other groups		Huawei's view		Company's view

		#9: General use of 5G MBS services for MC service group communications		1		Editor's note: The set of procedures described in figure 6.9.1.1-1 and in general how to use them for MC service group communications are still FFS based on the further specification of these procedures in 3GPP TS 23.247 [19].		N/A		SA2 has clear conclusion and no open issue to the general functionality aspect. 

		#10: MBS session configuration and service announcement aspects		2		Editor's note: Whether and how the MC service server can dynamically update MBS sessions is FFS and relies on the corresponding specification in 3GPP TS 23.247 [19]. 				SA2 already have conclusions in SA2#145.
Already solved in SA6#44 S6-211805.

				3		Editor's note: It is FFS how the MC service server can use and manage the different multicast MBS session states depending on the corresponding further specification in 3GPP TS 23.247 [19].		Open issue in SA2		SA2 has open issues about the how the AF can use multicast session state.

				4		Editor's note: It is FFS how the MC service server can request and use different service levels for the configuration of MBS sessions depending on the corresponding further specification in 3GPP TS 23.247 [19] as well as in other working groups, e.g. SA4 related specification.		Functionality dependency with SA4		Full service levels needs the MBSF/MBSTF supporting from SA4.

				5		Editor's note: It is FFS which multicast MBS session related information is required to be included in the MBS service announcement to enable that the MC service client can trigger the MBS session join request towards the 5GS. This depends on the corresponding further specification in 3GPP TS 23.247 [19].		Open issue in SA2		SA2 are have issue on some parameters should be mandatory or optional, and if more information is needed.

				6		Editor's note : It is FFS how an MC service UE can monitor the quality of the announced broadcast MBS session. This depends on the corresponding further specification in RAN.				It is UE implementation. Already solved in SA6#44 S6-211809.

		#11: MC service group data transmissions over 5G MBS sessions		7		Editor's note : Whether and how the MC service server can dynamically update MBS sessions to provide additional service requirements is FFS and relies on the corresponding specification in 3GPP TS 23.247 [19].				Same as No.(2) .
SA2 already have conclusions in SA2#145. And already solved in SA6#44 S6-211805.

		#12: Dynamic multicast MBS session and service announcement		8		Editor’s note: Whether the MC service group ID is needed for the multicast MBS service announcement.		N/A		SA6 issue. 

				9		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		In SA2, the configuration for MBS session and the MBS procedures for multicast sessions are well concluded and defined. Especially the interaction between the AF and network are well defined to be used by SA6.

Service announcement aspect the same as No. (5).

		#13: Pre-established multicast MBS session and service announcement		10		Editor’s note  : For the case when the pre-established multicast MBS session to be reused cannot satisfy the service requirement of a group communication, if SA2 does not support the AS/AF to update the QoS requirements except for ARP for the multicast MBS session, this step is invalid and shall removed.				Same as No.(2) .
SA2 already have conclusions in SA2#145. And already solved in SA6#44 S6-211805.

				11		Editor’s note: Whether the MC service group ID is needed for the multicast MBS service announcement.		N/A		Same as No.(8) , SA6 issue.

				12		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		Same as No.(9).

		#14: Dynamic broadcast MBS session and service announcement		13		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		
In SA2, the configuration for MBS session and the MBS procedures for broadcast sessions are well concluded and defined. Especially the interaction between the AF and network are well defined to be used by SA6.
Service announcement aspect the same as No. (5).

		#15: Pre-established broadcast MBS session and service announcement		14		Editor’s note  : For the case when the pre-established broadcast MBS session to be reused cannot satisfy the service requirement of a group communication, if SA2 does not support the AS/AF to update the QoS requirements except for ARP for the broadcast MBS session, this step is invalid and shall removed.				Same as No.(2) .
SA2 already have conclusions in SA2#145. And already solved in SA6#44 S6-211805.

				15		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.				Same as No.(13)

		#16: Data delivery over multicast MBS session		16		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		Multicast MBS session functionality related procedures between the AF and network is well defined to be used by SA6.

This solution is an application layer solution which uses the report from client and MapGroupToMBSsession mechanism.

		#17: Data delivery over broadcast MBS session		17		Editor’s note : Whether this broadcast reception quality level is per MBS session or per media stream or just per MBS QoS flow is FFS.				It is UE implementation. Already solved in SA6#44 S6-211809.

				18		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		Multicast MBS session functionality related procedures between the AF and network is well defined to be used by SA6.

This solution is an application layer solution which uses the report from client and MapGroupToMBSsession mechanism.

		#18: Service continuity for multicast MBS session		19		Editor’s note: It is FFS whether the above mechanisms specified in TS 23.247 are sufficient. The use case/triggers for the MC service server to switch the DL data transmission from multicast MBS delivery to unicast delivery and corresponding procedures are also FFS.		N/A		The UE mobility handling is well defined in 23.247.

				20		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this solution and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		It is related with No.(19).

		#19: Service continuity for broadcast MBS session		21		Editor’s note : Whether this broadcast reception quality level is per MBS session or per media stream or just per MBS QoS flow is FFS.				It is UE implementation. Already solved in SA6#44 S6-211809.

				22		Editor’s note: If the related MBS features defined in the final 23.247 is not mature to support this procedures and impacts on the feasibility of the solution, this solution should be re-evaluated.		N/A		Broadcast MBS session functionality related procedures between the AF and network is well defined to be used by SA6.

This solution is an application layer solution which uses the listening report from client mechanism.
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