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1. Introduction
As per 3GPP TS 22.261(clause 6.10.2), the third party needs to be provided with information to locate the target APIs in the network. A third party application may be serving UEs belonging to multiple PLMNs, based on the users subscribing to the third party services. This pCR proposes a new key issue to study how CAPIF can support the third party to locate the target API information.
2. Reason for Change
This pCR proposes new key issue on discovery of target API information.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-95 v0.0.0.
* * * First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[r22261]
3GPP TS 22.261: "Service requirements for the 5G system; Stage 1".
* * * Next Change * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

<ABBREVIATION>
<Expansion>
AEF
API Exposing Function
AF
Application Function
CAPIF
Common API Framework
CCF
CAPIF Core Function
* * * Next Change * * * *

5.Z
Key Issue #Z: Discovery of target API information

5.Z.1
Description

As per the below requirement from 3GPP TS 22.261 [r22261] (clause 6.10.2), the third party needs to be provided with information to locate the target APIs in the network.

-
provide a third-party with information to identify networks and APIs on those networks.
An AF may serve UEs that belong to different PLMNs. When the AF is not aware of the PLMN provider of the UEs and has to discover the service API in relation to such UEs, then it is not clear how to discover the service APIs. How the AF can determine the right AEF instance, which is exposing the required Northbound API for which the AF wants to consume that Northbound API with the UE(s) information.
Open Issue:

-
Whether and how to support discovery of the target Service API information in CAPIF with respect to UE(s) information, especially when:

-
AF is serving UEs belonging to multiple PLMNs; and

-
There are multiple instances of the AEF within a PLMN.
* * * End of Changes * * * *
