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1. Introduction
This contribution proposes to add an informative annex to describe potential usage scenarios for SNA.
2. Reason for Change
There are two different usage scenarios for SNA, namely the indirect API invocation and the direct API invocation. The informative description of these scenarios is helpful for readers to understand the potential use cases.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-95 v0.0.0.
* * * First Change * * * *

Annex A (informative):
Usage scenarios
A.1
General

This clause describes the potential usage scenarios for SNA, namely:
1)
Indirect API invocation; and

2)
Direct API invocation.

The following requirement specified in TS 22.261 [x] is applied to the indirect API invocation:

-
The 5G system shall be able to provide a third-party with secure access to APIs (e.g. triggered by an application that is visible to the 5G system), by authenticating and authorizing both the third-party and the UE using the third-party's service.
The following requirement specified in TS 22.261 [x] is applied to the direct API invocation:

-
The 5G system shall be able to provide a UE with secure access to APIs (e.g. triggered by an application that is not visible to the 5G system), by authenticating and authorizing the UE.
A.2
Scenario 1: Indirect API invocation

In the indirect API invocation scenario, the application on the UE triggers the AF, and the AF invokes the northbound APIs. The scenario is illustrated in figure A.2-x.
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Figure A.2-x: Indirect API invocation
A.3
Scenario 2: Direct API invocation
In the direct API invocation scenario, the application on the UE directly invokes the northbound API. The scenario is illustrated in figure A.3-x.
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Figure A.3-x: Direct API invocation
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