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1. Introduction
This pCR provides a key issue on enhancement of dynamic EAS instantiation.
2. Reason for Change
In order to ensure efficient utilization of edge data network resources for EAS deployment, it should be possible to have the proper number of EAS instances available in the edge data network to accommodate the load for applications. The dynamic EAS instantiation triggered by EES is supported in release 17, but further details are not addressed.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98.
* * * First Change * * * *

<Proposed change in revision marks>

4.x
Key issue #x: Enhancement of dynamic EAS instantiation
In order to ensure efficient utilization of EDN resources for EAS deployment, it should be possible to have the proper number of EAS instances in the EDN to accommodate the load for applications. The dynamic EAS instantiation triggered by the EES is supported in release 17, but further details are not addressed. To enhance the EDN resource efficiency without degradation of service experience, it should be possible for EES and management system to estimate desired capacity for an application and promptly react to the change of the load. In this regard, the followings need to be studied further.
Open issues:
-
How to provide an EES with information for dynamic EAS instantiation such as availability of dynamic instantiation for a given EAS, interface details (e.g. URI, IP address) pertaining to triggering the instantiation for a given EAS
-
What kinf of information can be exposed to and utilized by an EES to decide to trigger dynamic EAS instantiation and which entities can provide such information to an EES
-
Whether and how to support EEC-requested dynamic EAS instantiation 
* * * End of Change * * * *
