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1. Introduction
This contribution proposes a solution for a UE-side API invoker to obtain onboarding enrolment information.
2. Reason for Change
Based on Key Issue #1, it is studied whether the existing CAPIF functional model is sufficient for the UE-originated API invocation. 
3. Conclusions
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-95 v0.2.0.
* * * First Change * * * *
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* * * Next Change * * * *

6.0
Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues

	
	Key issue 1
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	Key issue 3
	Key issue 4
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* * * Next Change * * * *

6.X
Solution #X: UE obtaining onboarding enrolment information
6.X.1
Solution description
Key Issue #1 implies whether the existing CAPIF functional model is sufficient for the UE-originated API invocation should be studied. According to TS 23.222 [3] clause 8.1, the API invoker shall be provided with information required for onboarding before the API invoker initiates the onboarding procedure.
NOTE:
TS 33.122 [x] specifies that the API invoker obtains onboarding enrolment information from the API provider domain.
In the UE-originated API invocation scenario (i.e. when the API invoker is an application on a UE), the number of the API invokers can be much greater than the AF-originated API invocation scenario, so efficient solutions for the API invokers to obtain onboading enrolment information is needed. 
The details of solution are left to SA3. SA6 can add a following requirement in TS 23.222 [3] to trigger study in SA3:
	4.9.y
Additional requirements for UE-side API invokers

[AR-4.9.y-a] The CAPIF shall provide the capability such that new UE-side API invokers can obtain onboarding enrolment information utilizing USIM in the UE, if the targeted API provider domain is the PLMN trust domain to which the UE belongs.


6.X.2
Solution evaluation
The detail of the procedure will be specified by SA3.
