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* * * * * * * FIRST CHANGE * * * * * * *

11	MC gateway UE 
Editor's Note:	This clause captures the sub clauses required for MC gateway UE function. Further sub clauses can be introduced on need basis.
11.1	General
[bookmark: _Hlk46387826]An MC gateway UE has the functionality of providing service access with the MC service system for multiple MC service clients. The MC gateway UE enables MC service access for those MC service clients operating on devices that have no 3GPP access and also enables MC service access for the devices which cannot host MC service clients.
The MC gateway UE service may provide the following necessary functions:
-	Allowing an MC service client to connect to a MC gateway UE.
-	Allowing to serve an MC service user using an MC service client on a device which is connected to the MC gateway UE via non-3GPP transport.
-	Allowing an MC service client to choose between multiple MC gateway UEs for the required MC service capability.
-	Support of MC service continuation while the MC service client changes the MC gateway UE association.
-	Ensure that the content of communications between the MC system and MC service client connected to an MC gateway UE is unaltered.
-	Ensure that the communication traffic attributes, e.g. priority and QoS, of an MC service client connected to an MC gateway UE remains independent from other MC service clients concurrently connected to the same MC gateway UE.
-	Independent MC service client identification, authorisation and service profile association using the MC gateway UE functionality.
-	Sharing of an MC gateway UE transport resources with multiple connected MC service clients.
-	Sending an indication to the connected MC serving clients when the MC gateway UE cannot serve the connected MC service clients (any longer).
11.2	Functional Model
[bookmark: _Toc4538761][bookmark: _Toc81988254]11.2.1	General
Editor's Note:	This clause will provide the general description for functional model.

11.3	Using IMS identities behind the MC gateway UE
11.3.1	General
Editor's Note:	This clause will provide the general description of using IMS identities for identification of MC service users behind an MC gateway UE residing on non-3GPP devices.

11.4	Routing of data and signalling by the MC gateway UE
11.4.1	General
Editor's Note:	This clause will capture the details of how the MC gateway UE handles the routing of data and signalling traffic.
11.5	Procedures and information flows
[bookmark: _Hlk84335267]Editor's Note:	This clause will capture the procedures and information flows for MC gateway UE function.
11.5.1	Connection authorisation mechanisms
Editor's Note:	This clause will capture the procedures and information flows for connection authorisation.
11.5.2	3GPP access network related location information management
Editor's Note:	This clause will capture the procedures and information flows for 3GPP related location information management.
11.5.3	MBMS support for MC clients residing on non-3GPP devices
Editor's Note:	This clause will capture the procedures and information flows for MBMS support.
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