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[bookmark: _Toc35896801]*****************Change 1************************
[bookmark: _Toc81994230]8.6	MSGin5G messaging procedure on Message Gateway
[bookmark: _Toc81994231]8.6.1	General MSGin5G messaging procedure on Message Gateway
Figure 8.6.1-1 shows the MSGin5G message delivery procedure on Message Gateway for Non-MSGin5G UEs.



Figure8.6.1-1: MSGin5G messaging procedure on Message Gateway.
1.	The MSGin5G Server forwards  determines to send the MSGin5G message request to recipient Non-MSGin5G UE based on the UE Service ID. The Message Gateway receives the MSGin5G message request on behalf of the Non-MSGin5G UE as specified in clause 8.6.1.a Non-MSGin5G UE and forwards it to the Message Gateway for delivery. A Delivery status required IE may be included in the MSGin5G message request.
2.	The Message Gateway records if a message delivery status report is requested in the message. Then it translates the MSGin5G message to Non-MSGin5G message (e.g. SMS, RCS message as specified in GSMA PRD RCC.07 [3]) with message delivery status report requested and finishes the information exchange procedure with Non-MSGin5G UE (e.g. sends the non-MSGin5G message to the Non-MSGin5G UE and receives the needed response).
NOTE 1:	The information exchange procedure between Message Gateway and Non-MSGin5G UE is out of scope of this specification.
3.	The Message Gateway checks if application level message delivery status report is supported by the Non-MSGin5G message delivery mechanisms. If not supported, step 4a will be used and steps 4b and 5b will be skipped; otherwise step 4b-5b will be used and step 4a will be skipped.
4a.	Based on the information (e.g. response to the non-MSGin5G message delivery request, transport level information, etc) obtained from the non-MSGin5G message delivery mechanisms, the Message Gateway fetches the delivery status from the above information and uses it to create a MSGin5G message delivery status report. If the delivery status is failure, the Message Gateway also fetches the suitable failure reason from the above information and uses it as reason of failure in the MSGin5G message delivery status report. The Information Elements listed in table 8.3.4-1 are included in the MSGin5G message delivery status report.
4b.	A non-MSGin5G application- level message delivery status report is received by the Message Gateway.
NOTE 2:	The procedure of non-MSGin5G application level message delivery status report is out of scope of this specification.
5b. The Message Gateway translates the non-MSGin5G application level message delivery status report to MSGin5G message delivery status report as specified in clause 8.3.4. The Information Elements listed in table8.3.4-1 are also included in this MSGin5G message delivery status report, but the Delivery Status and Failure Cause IEs are fetched from the non-MSGin5G application level message delivery status report.
6.	The Message Gateway sends the MSGin5G message delivery status report to the MSGin5G Server on behalf of the Non-MSGin5G UE as specified in clause 8.3.4 in a point-to-point message.
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