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1. Introduction
This contribution introduces a Key Issue for optimizations based on EAS selection synchronization
2. Reason for Change
Rel-17 EDGEAPP does not provide full specifications addressing support for UEs hosting multiple EECs 
3. Proposal

It is proposed to agree the proposed changes to 3GPP TR 23.700-98.
* * * First Change * * * *
4.X
Key issue #X: Support for UEs hosting multiple EEC
Rel-17 provides Edge enablement in specified in 3GPP TS 23.558 [2], using the following  cardinality rules:

· One or more EEC(s) may be located in a UE.
· One AC may communicate with only one EEC (at the same time); and
· One EEC may communicate with one or more AC(s) concurrently.
For cases in which one UE hosts multiple EECs, the following aspects shall be studied:
-  Whether the EEC registration procedure needs to be executed independently for each EEC on the UE. 
- What is the relationship (if any) between AC registration to EEC (if specified, see KI#4) and EDGE-1 or EDGE-4 procedures. 
- Whether and how an EEC providing services to an AC may be substituted by another EEC hosted by the same UE, e.g., when only one of the EECs can connect to an EDN.
- Whether and how EDGE-1 or EDGE-4 procedures performed by one EEC may be impacted by corresponding procedures performed by another EEC hosted by the same UE. For example, whether information obtained by one EEC may be used by another EEC hosted on the same UE.
