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1. Introduction
The pCR updates the overall evaluation section after 3GPP SA6#44-e (last meeting).
2. Reason for Change
Keeping TR content and overall evaluation in sync.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-79 version 1.1.0.
* * * First Change * * * *

8
Overall evaluation

8.1
Key issue and solution evaluation

8.1.1
Introduction

All the key issues and solutions specified in this technical report are listed in table 8.1.2-1. It includes the mapping of the key issues (clause 5) to the solutions (clause 7) and corresponding solution evaluations.

In addition, table 8.1.2-1 lists the impacts to other working groups that will need consideration during the Rel-18 normative phase.

8.1.2
Results

Table 8.1.2-1: Key issues, solutions, and solution evaluations

	Key issues
	Solution
	Evaluation (clause reference)
	Dependency on other working groups

	Key issue #1: Functional Architecture for an MC gateway UE
	Solution #1: Functional architecture
	Clause 7.1.3
	None

	Key issue #2: Authorisation for connection of non-3GPP devices with an MC gateway UE
	Solution #2: Connection authorisation with the MC gateway UE
	Clause 7.2.6
	None

	
	Solution #3: Connection authorisation with an MC server via an MC gateway UE
	Clause 7.3.6
	None

	
	Solution #5: Connection authorisation for non-3GPP devices that do not host an MC client
	Clause 7.5.6
	None

	Key issue #3: Identification of MC service users behind an MC gateway UE residing on non-3GPP devices
	Solution #4: Using IMS identities behind the MC gateway UE
	Clause 7.4.3
	None

	Key issue #4: MBMS support
	Solution #1: Functional architecture
	
	

	
	Solution #8: MBMS Support for MC clients residing on non 3GPP devices
	Clause 7.8.4
	None

	Key issue#5: User traffic handling
	Solution #2: Connection authorisation with the MC gateway UE
	Clause 7.2.6
	None

	
	Solution #3: Connection authorisation with an MC server via an MC gateway UE
	Clause 7.3.6
	None

	
	Solution #7: Routing of data and signalling by the MC gateway UE
	Clause 7.7.4
	None

	Key issue #6: Use of multiple MC gateway UEs
	Covered by solutions #1, #2, #3, #4 and #5
	Covered by the solution specfic evaluation clauses
	As stated by the specific solution

	Key issue #7: 3GPP access network related location management by MC Clients
	Solution #6: 3GPP access network related location information management
	Clause 7.6.4
	None


* * * End of Change * * * *

