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1. Introduction
This pCR proposes a key issue on supporting roaming UEs.
2. Reason for Change
Rel-17 EDGEAPP service continuity does not provide details on how service continuity should operate when a UE roams in a visited PLMN. For example, when a UE roams, it is not specified in the existing service continuity procedures how a S-EES and/or S-EAS in one PLMN can retrieve/discover a T-EES and T-EAS residing in a different PLMN.  

Therefore, detailed service continuity studies are required under different roaming scenarios in Rel-18.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98
* * * First Change * * * *
4.x
Key issue #x: Service continuity across PLMNs
In Rel-17, service continuity is addressed in clause 8.8 of TS 23.558 [x], however the defined procedures do not sufficiently cover scenarios where the UE roams resulting in the S-EES and S-EAS residing in a different PLMN (e.g., HPLMN) than the PLMN that the UE currently resides in (e.g, VPLMN). In such scenarios, additional support is needed to enable the S-EES and S-EAS to discover the T-EES and T-EAS that reside in the different PLMN such that service continuity for the roaming UE is maintained. 
Open issues:

-
How a S-EES and/or S-EAS in one PLMN discover a T-EES and T-EAS residing in a different PLMN
