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* * * First Change * * * *
[bookmark: _Toc50584436][bookmark: _Toc50584780][bookmark: _Toc57673688][bookmark: _Toc74058562]8.8.2.1	General
[bookmark: _Toc50584437][bookmark: _Toc50584781]The scenarios in the following clauses are different with regards to 
a)	whether the EEC is involved in the detection phase and decision phase;
b)	whether T-EAS discovery is performed between ECC and T-EES or between S-EES and T-EES;
c)	whether the EEC sends an Application Context Relocation Request towards the S-EES, the T-EES or none at all; and
d)	whether the Application Context is pushed from the S-EAS to the T-EAS or pulled by the T-EAS from S-EAS.
Generally, AC, EEC, EES and EAS implementations will support only a subset of these scenarios; therefore, during EAS discovery and T-EAS discovery the S-EES and T-EES shall take the ACR scenarios supported by the AC and EEC and any preferences indicated by the EEC for specific ACR scenarios into account when identifying the EAS(s) for the EAS discovery response, as specified in clause 8.5.2.2 and clause 8.8.3.2, or for the EAS discovery notification, as specified in clause 8.5.2.3.3.
Furthermore, when the EEC performs EAS discovery or T-EAS discovery, the EES or T-EES shall inform the EEC about the ACR scenarios which are supported by the EAS or T-EAS, respectively.
The EEC shall take the information about supported ACR scenarios provided by the ECS, S-EES and T-EES into account when selecting an EES for EAS discovery or T-EAS discovery, respectively, and when selecting an EAS for edge services.
Editor's note:	whether the scenarios are overlapping and how to solve any co-existence issues are FFS.
[bookmark: _GoBack]NOTE:	ACR scenario(s) used to support service continuity between the EASs is implementation dependent. Limitations, dependencies or guidance to avoid overlaps are out of scope of this release of the specification.

